A Partnership

with Mutual Benefits

Serving the Fluids Handling
Industries




Q & M Tk ©INS
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About Our Company:

Zenith Stainless Solutions assists global and local businesses achieve significant cost savings in the purchase of Stainless Steel
Tubes, Valves and Fittings.

With over 40 years of demonstrated leadership in the design manufacture and supply of products to the hygienic fluids handling
industries, we have developed highly effective supply chain solutions to support our customers worldwide. With our proven
solutions, we can reduce the total cost of ownership for our customers. We will always deliver your orders in full and on time.

“Experts in providing solutions for all your
Stainless Steel Ball Valve requirements”

Dedicated Sales and Service:

Zenith Stainless Solutions is your single source supplier for complete packages of Stainless Steel Ball Valves requirements. We have
a dedicated and highly experienced team who will provide you with expert and professional service at all times.

Industries Served:

Zenith Stainless Solutions understands that each segment of our industry has unique Stainless Steel requirements. Zenith meets and
exceeds these stringent requirements.

o Food,

o Dairy,

o Brewing,

o Micro-Brewing,

. Distilling,

o Water,

. Pharmaceutical,

. Biotechnology,

o Cosmetics,

o Biomedical,

o OEM Equipment Manufacturers,
. General Pipework Industry.
o Water Treatment Plants.

. Petrochemical.

o Gas

Note :- Users and Specifiers should consult the Relevant standard for detailed Information before selection.
Copyrighted Material ©. All contents of this brochure may not be copied, reproduced or redistributed without the
written permission of Zenith Stainless Solutions.

Specifications are subject to change.

www.zenithstainlesssolutions.com ° Email: sales@zenithstainlesssolutions.com
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Our Product Range:

We offer a comprehensive range of products which includes:

. Hygienic Ball Valves and Actuators.

o Stainless Steel Ball Valves.

. Stainless Steel Check Valves, Gate Valves, Globe Valves.
. Stainless Steel Strainers.

o BSP 150 Ib fittings, BSP Ball Valves.

. Mini Ball Valves.

. Three way, Four Way Ball Valves.

Products and Materials:
. All our products meet International standards including API, ANSI, BS, DIN, JIS.
o Our Ball Valves are certified to TUV, PED and CE.
o Our products are available in Stainless Steel grades CF8M, CFM, WCB.

. Our Valves and Fittings are produced from Forgings to ensure the highest level of integrity and material traceability.
. We can provide full material certification and traceability on all products.
Approvals and Testing:

. PED97/23/PE CEO035 APPROVED

. CASTING APPROVED AD2000-W0

. BUTT WELD ASME B16.25 (SCH 40)

. FLANGE END: DIN 2501, DIN 3357/1, 2, EN12516-1, JIS B2220, JIS B2238, DIN2543 ASME B 16.5, DIN 2542, DIN 2545, JIS
B2238.

. INSPECTION TESTING AP1598, EN12266, JIS B2003

. THREADS: ASME B1.20.1, BS 21. DIN29999/259, 1S0228-1, JIS B 0203, ISO 7/1, ANSI B2.1, BS 21, DIN 259/2999, 1SO 228-
1, JIS B 0203, ,I1SO7

. PRESSURE PN16/40, CLASS 150, API598

. FIRE SAFE TEST AIP607 1SO 10497

. FACE TO FACE: DIN 3202FI

Quality Assurance:
To ensure customer satisfaction we are fully committed to Total Quality. All our suppliers hold ISO 9001

certification. We can supply BS EN 10204.3.1B material certificates on request. All our products are manufactured
from fully traceable material and are fully tested before shipment.

www.zenithstainlesssolutions.com ° Email: sales@zenithstainlesssolutions.com
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3PC SANITARY BALL
VALVE W/W

zszoe@iyb Stainless

ZSBV-30055
ZSBV-3005S

woKmuara ron

@ Investment Casting

& Material : CF8/CF8M

& Working Pressure : 1000WOG(1/27-27)
BOOWOG21/2"4")

@ Ball Seat : With Cavity Filled PTFE

®Size Rating : 1/2%4"

@®End Connections : Tube End{US/3A)

@ Options : Locking Device

RATING 1/4.4
1/4-27 -
1000 L7 70 2 1
800 21/2-4 — 60
\\ » 4 3
= 800 \ Hao &
;4“) \\ —30§
5 N <
7 2 g =
0 100 200 300 400 500 *F |
'(; S(IJ ‘KX') 15'0 2OIO 25'0 c
TEMPERATURE
ITEM | DESIGNATION QTY | MATERIAL |
1 PLASTICSLEEVE 1 | PLASTIC | - = -
2 HANDLE 1 | 304
3 GLAND NUT 1 304 |
a | STEM NUT 1 304 | : . . . . _
5 | STEM WASHER 1 304 /sze| o | L |u |6 | w]|ew
A STEM PACKING 1 PTFE | 1/ | 102 | 825 | 20 55 105 | 127
7 THRUST WASHER 1] PTFE 3/4" 158 | 875 20 63 137 | 101
8 END CAP 1 CF8MICF8 1 ' ! i ' !
I d . 137
. ST e 5 1° | 221 | 9 | 20 | 70 | | 254
10 | NUT 46 | 304 | 1-1/2" 348 | 118 | 20 89 182 | 337 |
11 | SPRING WASHER 46 | 304 | 2 | 415 |1317| 20 | 97 | 182 | 508
12 | BODY .1 | CF8MICF8 2-1/2*| 602 | 1585| 20 @ 143 260 | 634
- et 2 a3 i 3 | 729 |1788| 20 152 260 | 762
14 | BALL 1 CF8MICF8 | e e - ! BLAE8
15 STEM 1 316/304 4 | 974 (2105, 20 | 187 493 |1016
16 LOCKING DEVICE 1 304 ‘

www.zenithstainlesssolutions.com ° Email: sales@zenithstainlesssolutions.com
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3PC SANITARY BALL VALVE W/W
C/W DIRECT MOUNTING PAD

zszspiyb Stainless

ZSBV-3005SM

@ Standard Port

@ lnvestment Casting
@ Material : CFB/CFEM
® Waorking Pressure : 1000WOG1/2%-2%)
BOOWOGI21/2%4%
®Ball Seat : With Cavity Fitled PTFE
®Size Rating - 1/2°-4*
®End Connections : Tube EndiUS3A) 16
@ With 1505211 Direct Mounting Pad /
@ Options : Locking Device
 — % - |
ITEM DESIGNATION | QTY | MATERIAL - Wi .
1 BODY 1 CF8/CFBM ’
2 CAP 1 CF8/CF8M
3 BALL |1 | CF8/CF8M
4 SEAT 2 PTFE
5 STEM 1 316/304
6 THRUST WASHER | 1 | PTFE
7 SPRING WASHER | 4(6) | 304
8 BOLT NUT | a6) | 304
) STEM PACKING | 1 | PTFE
10 RING [ 1 | 304
1 BELLEVILLE WASHER 2 301
12 LOCK WASHER 1 304
13 STOP PIN 1 304
14 HANDLE NUT 2 304
15 HANDLE 1 304
16 HANDLE SLEEVE 1 PLASTIC
17 WASHER 1 304
18 O-RING | 1 |  VITON NG K
19 BOLT | 46) | 304 % 180-5211
sze | o0 | o1 | L | u | H | b | E | w | msos21 | w1 @ H
1/2* 9.4 127 824 20 | 385 9 9 12 F04/03 143 70
3/4 | 158 | 191 882 20 475 | 9 9 | 12 | F04/03 143 79
1" | 221 | 254 96 20 85 | 11 11 | 14 | F05/04 | 168 95
1-1/4" | 254 | 318 | 108 | 20 | 635 | 11 | 11 | 14 | FO5/04 | 168 | 100
1-1/2° 348 | 381 118 20 79 | 14 15 | 18 | FO7/05 190 116
22 | 475 | 508 1322 20 | g5 | 14 | 15 | 18 |  FO7/05 | 190 @ 124
-1/ 602 | 634 197 | 20 | 108 | 17 17 | 22 | F10007 | 350 141
3 [ 729 | 762 | 227 | 20 | 7 | 17 | 17 | 22 | F10/07 | 350 149
4" 974 | 1016 241 20 16 | 22 2 | 28 | F12/10 | 350 173

www.zenithstainlesssolutions.com ° Email: sales@zenithstainlesssolutions.com
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'zszoepiyp Stainless  3PC SANITARY LONG -
BALL VALVE W/W

ZSBV- 3006S

®Standard Port

@ Investment Casting

& Material : CF8/CF8M

@ Working Pressure : 1000WOG(1/2-27)
800WOGI21/27-4"7)

@ Ball Seat : With Cavity Filled PTFE

®Size Rating : 1/2"-4"

@®End Connections : Tube End(LS/3A)

@ Options : Locking Device

RATING 1/4-4
1/4-2°
1000 \ 70
P ALz — 60
N\ \C 50
& 600 \ — 40 %
o o
W 400 X = o0t
5 N 5
3 =1 20 (‘2
w
g —{10 £
0 100 200 300 400 500 °F
'@ 50 100 15 200 250 °C
TEMPERATURE
TEM |  DESIGNATION | QTY | MATERIAL L —
1 PLASTIC SLEEVE 1 | PLASTIC . =
2 HANDLE 1 304
3 GLAND NUT 1 304
4 STEM NUT 1 304 - , :
5 STEM WASHER 1 304 SZE D L | H | W |BW
6 STEM PACKING 1 PTFE 1/2* | 102 | 135 | S5 | 103 | 127
7 THRUST- WASHER 1 | PIFE 34" 158 135 63 | 103 | 191
8 END CAP 1 304/316 5 | i |
~ e e i 1" | 221 | 152 | 70 | 135 | 318
10 NUT 4-6 304 1-1/4" 285 157 76 135 | 254
11 SPRINGWASHER 46 304 1-1/2" 348 190 89 | 182 | 382
12 BORY | 1 | 304316 2" 475 204 97 | 182 508
13 BALL SEAT 2 PTFE ” | i |
= ST 3 VTS 2-1/2" 602 254 143 | 260 634
15 STEM 1 304 3" 1729 | 280 | 152 | 260 | 762
16 LOCKING DEVICE 1 304 4" 974 306 187 | 400 | 1016

www.zenithstainlesssolutions.com G Email: sales@zenithstainlesssolutions.com
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3PC SANITARY BALL VALVE F/F

£ N Tk OIS

zszoenibh Stainless

ZSBV- 3007S

L NI T

S CrA/CFEM

®Size1/2°-2*

& Max, Pressure: 0~ 25bar

@ Triclamp End Connection

@ Temperature: < 20°C 10 180°C
& With Cavity Filled PTFE Seats

e

ITEM DESIGNATION TEM|  MATERIAL |
1 PLSTIC SLEEVE 1 PLASTIC
2 HANDLE 1 304
3 GLAND NUT 1 304
4 STEN NUT 1 304
5 STEM WASHER 1 304
6 STEM PACKING 1 PTFE
7 THRUST WASHER 1 | PTFE ' i
! H | 8 E
B END CAP 2 CF8M/CF8 !
55 203 127
9 BOLT 46 304 . | ! , - |
- T o - 34" | 158 | 105 63 | 105 505 465 19
11 SPRING WASHER 4-6 304 ' 1" 223 | 115 70 137 505 @ 465 | 285
1 . | _ | |
12 BODY 1 CF8M/CF8 1-1/4" 285 125 76 137 505 465 35
13 BALL SEAT 2 PTFE 1-1/2° M9 135 89 | 182 505 @ 465 41
14 o 1| G r | 415 [0 o1 |12 e | %65 | %
W | SHEM . i 242" | 602 190 143 | 260 775 706 665
16 LOCKING DEVICE 1 304 - - , ‘
5 729 | 220 152 | 260 909 833 789
4" 974 | 249 187 | 403 1189 1103 1035

www.zenithstainlesssolutions.com ° Email: sales@zenithstainlesssolutions.com
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'zszoenibh Stainless

ZSBV- 3007SM

I

SCFa/Cram

®Size 2% 2"

@ Max.Prossure: 0~ 25bar

@ Triclamp End Coonection

@ Tomperature: -20°C 10 180°C

@ With Cavity Filled PTFE Seats

@ With 1ISO5211 DIRECT MOUNTED PAD

E U Th OIS

C/W ISO 5211 PLATE

3PC SANITARY BALL VALVE F/F

.

MEM  DESIGNATION | ITEM | MATERIAL |

1 CAP 2 CF8M/CF8

2 BODY 1 CFBM/CF8

3 BALL 1 CF8M/CF8

4 SEAT 2 PTFE

5 THRUSH WASHER 1 PTFE

6 O-RING 1 VITON

7 STEM PACKING 1 PTFE

8 RING 1 304

9 BELLEVILLE WASHER 2 301 /2" | 94
10 STOP PIN 1 304 4 | 158
11 STEM NUT 1 304 1" 223
12 HANDLE 1 304 114 | 285
13 HANDLE NUT 1 304 1120 | 349
14 HANDLE SLEEVE 1 PVC 2" 475
15 BOLT 4-6 304 212" | 602
16 BOLT NUT | 46 | 304 & sl
17 BOLTWASHER 4-6 304 s | 674

www.zenithstainlesssolutions.com
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zszoepipb Stainless 2PC SANITARY BALL VALVE F/F

ZSBV- 2070S

FEATLIR]
@i ull Pont

®Materil; CFE/CFAM

@ Max. Pressore: 0= 25har

@ Ball Sear; With Cavity Filled PTFE
& Internal and external polishing

® TriClamp Connecting end

e S
D | I
O——— i
(?‘—"“---__—___ ;,,,,,’,,,,/ | {2 — f@' i
m\s@%\\bww T
- o !
L
—' !
MEM | DESIGNATION | TEM | MATERIAL |
1 BODY 1 CF8M/CF8
El cAP |1 | cramscre e e s : |
3 BALL 1 316/304 | pEMme @D VRSN DT A 1R
| & | SEAT 2 RPTFE || 3/8" | 10 | 60 | 41 | 34 | 275 115
5 SEAL 1 RPTEE | 22 | 15 | 80 |45 | 34 | ‘Z;s | WS
6 STEM | 1 | 316p16L || 3/ | 20 | 10 | 47 | 505 | 435 | 15
7 STEM PACKING 1 | RPTFE * | 25 | 120 | 505 |so5 | 435 | 15
8 GLAND NUT 1 304 | 14 | 32 | 130 | 57 |5s05 | 435 | 15
é HANDLE 1 304 1272~ | 38 | 150 | e65 | 505 | 435 | 150
10 | THRUST WASHER 1 | PTFE | 2+ | 56 | 190 | 755 | €4 | ses | 165

www.zenithstainlesssolutions.com @ Email: sales@zenithstainlesssolutions.com
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zszs'ﬂi!?b Stainless  3WAY SANITARY BALL VALVE

ZSBV- 4010S

(IR
®5ull Pont

® Materil: CF8/CFEM

@ Max. Pressuce: 0~ 10bas

@ Working Temperature: —10°C + 150°C
#Ball Seat; With Cavity Filled PTFE

® intermal and external polishing

& Ti-Clamp Connecting end

MEM  DESIGNATION | [TEM | MATERIAL

1 CAP 3 CFB/CFBM

2 BODY 1 CF8/CFBM

3 SEAT 4 PTFE

4 BALL 1 CF8/CFBM

5 JION GSKET 3 PTFE

6 THRUST WASHER 1 PTFE

7 0-RING 1 vIToN

8 STEM PACKING 1 PTFE

9 | RING | 1 304

10 | BELLEVLLEWASHER | 1 301

1 | STEM NUT 1 304

12| sopRN 1 304

13 | HANDLE | 1 304

14 | HUGCHSOET MRS B0 SR8 1 304 i LT .
15 STEM 1 PTFE |4

| - w B | c | Y =t

onfszel o [t fu[a[wle[cl |FBY. XD

DN20 3/4° | 15 | 129 | 645 | 55 | 160 @ 19 | 34

'DN25| 17 | 20 | 151 | 675 | 65 | 200 | 25 | 505 |
DN32 114" 25 | 165 | 745 | 71.5 | 200 31 505 |
'DN40 112" 32 | 169 | 785 | 78 | 200 | 37 | 505 |
DNSO. 2 | 38 | 199 | 91 | 936 | 200 49 & 64 |

www.zenithstainlesssolutions.com e Email: sales@zenithstainlesssolutions.com
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z??'?'ﬂ‘x%"»«a's"'ess SANITARY ZERO RETENTION
BALL VALVE CLAMP

ZSBV- 3090S

S CFAICFSM

® Pressure Rating: 1.0Mpa

@ Triclamp for Cap & Body

@ Temperature: -20°C tn 180°C
®With Cavity Filled PTFE Seais
@ Triclamp End Connection

® intermal and external polishing

@ _ :
i
| = 5= | .
o) ==
-1
10, e ' )1
ITEM  DESIGNATION EM |  MATERIAL |
1 BODY 1 316/304
2 CAP 1 | 316/304
3 BALL 1 316/304 = |
4 STEM 1 316/304 | | Bl I 8 H L
. THRUSH WASHER 1 PTFE || DN15 | 15 | 90 34 | 55 | 15
6 PACKING 1| PTFE || DN20 | 20 | 100 34 | 55 | 135
7 GLAND BE 304 || ON25. | 25 | 110 | 505 | 55 | 135
8 HANDLE 1 316/304 | | DpN32 | 32 | 120 | 505 | 55 | 140
9 NUT 1 304 ' DN40 |38 140 50.5 65 | 150
10 CLAMP 1 316/304 | pNso | 50 | 164 | 64 75 | 1460
1 SEAT 2 PIFE | | DNes | 65 | 170 775 | 8 | 180

www.zenithstainlesssolutions.com e Email: sales@zenithstainlesssolutions.com
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z;oepipp Stainless 1PC REDUCED BORE
MINI BALL VALVE M/F

Z5-MBV M/F
I | |

€ 1000PSVPNG3

@ Reduce Port

@®investiment Casting

@® Blow-out proof Stem

@ External polished

@ Max temperature: -25C 10 180T

@ PTFE seats & seals

@ Thread: ASME B1.20.1  BS21.DIN2999/259,
ISO228-1, JIS B 0203, 1ISO7/

@®Inspection Testing: API598, EN12266

1 2 3 4 -
— =" | Qe S /
N A e ¥
\ __’} |/ /
10 \ /P _/
.
N i
Q X
. SN 4 "
| / [ N W
/ '", .
s/ 8] \7\es
L
MATERIALS LIST
ITEM  DESIGNATION | QTY | MATERIAL
1 O-RING 2 VITON |
2 STEM 1 304/316 DIMENSIONS(mm)
3 BOLT 1 304 ot v [y [z [ | v
4 LEVER 1 ALUMINUM ALLOY D g 8 92 | 125 | 15
6 GAP | 1 |  CFe/creM H | 265 265 283 315 34
7 BALL SEAT(A) 1 PTFE W | 228 228 | 228 | 228 228
8 BALL 1 304/316 s | 21| 2 [205] 31 | 38
= EALL SEAT(E) 1 Al - Note: If the thread is taper type(NPT/BSPT),the
10 THRUST WASHER 1 PTFE nominal diameter is 7TMM.

www.zenithstainlesssolutions.com e Email: sales@zenithstainlesssolutions.com
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1PC REDUCED BORE
MINI BALL VALVE F/F

zszs'niyb Stainless

ZS-MBV F/F

€ 1000PSI/PNG3
@ Reduce Pon
@ Investment Casting

@ Blow-out proof Stem

®Exemal polished

® Max temperature: 25T 10 180T

O PTFL seats & seals

@ Thread: ASME B1.20.1 BS21,DIN2999/259,

1SO228.1, JIS B 0203, 1ISO7N

®inspection Testing: API598, EN12266

I
!
|
9 8, 7 NS
MATERIALS LIST
_IMEM | DESIGNATION | QTY | = MATERIAL
1 O-RING 2 VITON
2 STEM 1 304/316 DIMENSIONS(mm)
3 BOLT 1 304 e v e w2 3 | T
4 LEVER 1 ALUMINUM ALLOY D 8 8 92 | 125 15
5 BODY 1 CF8/CF8M L 39 | 41 | 46 | 55 | 65
6 CAP 1 CF8/CF8M H | 265 265 283 315 34
7 BALL SEAT(A) 1 PTFE W | 228 228 228 228 228
8 BALL 1 304/316 S 21 | 21 | 245 | 31 | 38
9 BALL SEAT(B) 1 PTFE .
Note: If the thread is taper type(NPT/BSPT), the
10 THRUST WASHER 1 PTFE nominal diameter is 7MM.

www.zenithstainlesssolutions.com @ Email: sales@zenithstainlesssolutions.com
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zszoe'nipb Stainless

ZS-MBV M/M

FATURES
€ 1000PSI/PN63
@ Reduce Port
@ Investment Casting
@ Blow-out proof Stem
® External polished
@ Max temperature: -25T 10 180T
@ PTFE seats & seals
@ Thread: ASME B1.20.1 BS21.DIN2999/259,
1SO228-1, JIS B 0203, 1ISO7/1
@ Inspection Testing: API1598, EN12266

MATERIALS LIST

1PC REDUCED BORE
MINI BALL VALVE M/M

[ ITEM J DESIGNATION Qry MATERIAL

1| O-RING 2 VITON
2 STEM 1 Gl G - DIMENSIONS(mm) |
4 LEVER 1 ALUMINUM ALLOY | 8 5 | o8 |%88 | & |
5 BODY 1 CF8/CF8M L | s0 | so 58 70 | 8
6 CAP 1 CF8/CF8M H | 265 | 265 | 283 | 315 | 34
7 BALL SEAT(A) 1 i W | 228 | 228 228 228 | 228
8 BALL 1 304/316 s | 21 | 21 | 25 | 31 | 38 |
9 BALL SEAT(B) 1 PTFE : ‘

Note: If the thread is taper type(NPT/BSPT),the
10 THRUST WASHER 1 PTFE nominal diameter is 7MM.

www.zenithstainlesssolutions.com
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zszgpipp Stainless  1PC 1000 PS| REDUCED
BORE BALL VALVE F/F

ZSBV-1001T

€ 1000PSI/PNG3

@ Reduce Pornt

@ Investment Casting

@ Blow-out proof Stem

@ Casting Approved AD2000-WO0

@ PED97/23/ECICEO035)Approved

®W.P: 1/47-2" 1000psi 2 1/2"-4" 800psi

@ Thread: ASME B1.20.1 BS21.DIN2999/259,
1SO228-1, JIS B 0203, ISO7/1

@ Inspection Testing: API598, EN12266

- w -
B B 5 43 2 14
\\ [/ Le "
— I X T i
— 16 =
vy e T
— I
L. ER. Q
=2
e . 1147-2"
14 \13 \12\11 10 e
AL, Mayt 21/2"-4
| ITEM |  DESIGNATION | MATERIAL |
1 HANDLESLEEVE | PVC |
2 HANDLE | 304
3 LOCKING 304
4 | STEMNUT | 304 |
5 SPRING WASHER 304 sz | o0 | L | H w | s
6 STEM | 304/316 (94" | 5 | 38 | 81 | & | o
7 PACKINGRING | 304 | 38 | 68 44 | 36 | 8 | 21
8 | STEMPACKING |  PTFE 12" | 92 | 565 | 41 | 95 | 25
9 | THRUSTWASHER | PTFE 34" | 125 | 59 | 44 | 95 | 32 | HEX
10 | CAP | CF8/CF8M 1" | 15 | 71 | 48 | 111 | 38
11 | oY | CFs/cF8M | |1-/4* | 20 | 78 | 54 | 111 | 49
12| BALLSEAT |  RPTFE (112" | 25 | 8 | 65 | 135 | 53
13| BALL | 304316 | | 2° | 32 | 100 | 72 | 135 | 65
14 | BALLSEAT |  PTFE | | 2-1/2' 38 120 | 80 | 154 | 83
15 | GLANDNUT | 304 | 3 | 50 | 140 | 100 | 191 | 98  OCT
16 | STEMPACKING |  PTFE | 4 | 64 | 170 | 129 | 246 | 127
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zszspipb Stainless

ZS-MBVB M/M

¢
@ Pressure Rating: 2000 PSI (PN125)

@ Thread Ends: ANSI 82,1, BS 21, DIN2999/259
@ Material: Carbon Steel

@ Pressure Test: API 598

Internal Entry Blow-out Proof Stem

BALL VALVE BAR STOCK

RATING 1/2°-2"
DIMENSIONS(mm) 2000 T .
size | o0 | L | H | w | sw | 100 TEE Y o
1 | 50
1/4" 43 35 | 73 20 % 1200 AN “ 3
LN NE S S8 5= 8 7 4% 3
3/8" 7 45 38 | 73 25 & 800 AN\ o ¥
i 2 A\ ]
12 | 95 62 50 | 115 | 30 - \\ 0 4
4 - o
34 | 125 70 58 116 | 88 | wEx £ .
2 I | ? 10? 200 3(20 400 5100 *F
1' | 15 | 855 | 62 | 129 | 41¢46) W T T
1-1/4" . 20 | 94 | 64 129 53 TEMPERATURE
1-1/2° | 25 | 1015 | 72 150 | 60 i W i
2" 32 114 | 80 150 | 70(75)
' : : 2 1
MATERIALS LIST
| ITEM | DESIGNATION QTY | MATERIAL
1 PLASTIC COVER 1 PLASTIC
2 HANDLE 1 304 =
3 STEM NUT 2 304
4 STEM 1 304 e
5 | PACKRNG 1 | 304
6 STEM PACKING 1 PTFE
7 THRUST WASHER 1 PTFE
8 BODY 1 | CARBON STEEL
9 BODY GASKET 1 PTFE
10 CAP 1 WCB
11 BALL SEAT 2 PTFE/RPTFE
12 BALL 1 304
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1PC 2000PSI REDUCED
BORE BALL VALVE F/F

£ U Tk ©0N S

zszoenibh Stainless

ZSBV-1003T

ATURES

4 2000PSIPN150)

@ Reduce Port

@ Investment Casting

@ Blow-out proof Stem

@ Tapped & drilled mounting pad (option)

® PED97/23/PE (CE0035) Approved

@ Casting Approved AD2000-W0

@ Thread: ASME B1.20.1 BS21.DIN2999/259,
150228-1, JIS B 0203, 1SO7/1

@ Inspection Testing: AP1598, EN12266

RATING 1/2°-2°
2000 1/4—2'\ 70 3 -
1600 \ =
h 50 7 8 5 |.4 & 2 1
z1200 X 40 & 8 —\ \ ” ey
 s00 \\ =% ¢ \
@ \ 2°§ “9*‘\» T
g 490 N o & 10 / -
0 100 200 300 400 500 °F f |
0 50 100 150 200 250 °C - —— -
TEMPERATURE
s - Y.L

MATERIALS LIST 1 /12/ haf e

ITEM DESIGNATION | MATERIAL L
1 HANDLE SLEEVE PVC
2 HANDLE ' 304
3 LOCKING ' 304
4 STEM NUT 304
5 | SPRING WASHER | 304 QIMENSIONS{TM)
6 STEM 304316 | sze [ o0 | L [ H [ W | s
7 PACK RING . 304 | (4 | 92 [ 58 | 44 | 81 | 22
8 STEM PACKING | PTFE 38 | 92 | 59 | 4 | o1 | 2
9 THRUST WASHER | PTFE 12 | 92 | 67 | 44 | 91 | 26
10 BODY | CF8/CF8M [ 34 | 125 | 71 | 475 | 111 | 32
11 SEAT(A) RPTFE 1 15 | 8 | 60 111 | 40
12 BALL | CF8/CF8M )’11/4| 20 | 94 | 65 | 126 50
13 SEAT(B) , RPTFE 112 | 25 | 100 | 71 126 | S5
14 | INSERT 304/316 | 2 | 32 | 114 | 765 | 154 [ 70
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zszoe'?i!?b Stainless ~ 2PC REDUCED BORE 800
PSI BALL VALVE 2PC F/F

ZSBV- 2001T

FEATURES

€ 800PSI(PN40)

@ Reduce Port

@ Investment Casting

@ Blow-out proof Stem

@ PED97/23/PE (CE0035) Approved

@ Casting Approved AD2000-W0

@ Thread: ASME B1.20.1 BS21.DIN2999/259,
1SO228-1, JIS B 0203, ISO7/1

@ Inspection Testing: API598, EN12266

RATING 15A-50A

1000 70
15A-504 — 60
800
N\ 50
5 80 =40 % 8. 9 10 1" 12
a o R 4 /
Y 400 N\, —{30 @ \ / — 5
8 \\ 20 a L \ ’“F‘é?‘/ // R
. g
gzoo N\ 10 g 6 \\’\ \@g -L //
o = o _\ R 1% -
5 ~ NN
. e N
e 4 EZZBSNEAN S
0 50 100 150 200 250 *°C - ey N
3 | I
ITEM DESIGNATION | QTY |MATERIAL| 2 [~ — 8
T~~~
1 BODY 1 |cre/crem| 1| AN
i { P NN e |
2 CAP 1 | CF8/CF8M 7L
3 BALL 1 | CF8/CF8M
4 BALL SEAT 2 | RPTFE
5 JOINT GASKET 1 PTFE
6 THRUSTWASHER 1 | PTFE
7 O-RING .2 | NBR |
8 STEM PACKING 1 PTFE  IEM | 15A | 20A | 25A | 32A | 40A | S0A |
9 STEM 1 | 304316 L | 485 | 585 69 | 79 | 8 | 1005
10 NUT 1 34 | DN | 10 | 15 | 20 | 25 | 31 | 39
11 HANDLE 2 304 s 25 | 30 | 38 | 47 | 53 | 65
12 HANDLE SLEEVE 1 PVC z 21 | 235 | 1 | 33 | &1 | 4
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zZe'?'P'J Stainless 2PC REDUCED BORE
1000 PSI BALL VALVE F/F

ZSBV- 2002T

EATURES

€ 1000PSI/PN63

@ Reduce Port

@ Investment Casting

@ Blow-out proof Stem

@ PEDY97/23/PE (CEDO35) Approved

@ Casting Approved AD2000-W0

@ Thread: ASME B1.20.1 BS21.DIN2999/259,
1SO228-1, JIS B 0203, 1507/1

@®Inspection Testing: API598, EN12266

RATING 1/2-2°

1000 | 142 4 ! 70

60

wd
s

50
& 600 \ : 0 %
- @ 8 9. 10 1 12 13
‘g 400 \ 30 § N \‘_ / / /Axocoocécxwmxmc\xawa\xmcma
@ 20 @ 7 R \ f R ISR IISRI
9 200 X i — \ A
E | \ 10 E 6 X - \-\ ‘..\*a‘/‘*** ]
\ —‘\\‘\ .\\\ \\\ N 7
0 100 200 300 400 500 °F 5 S \\\§ | g
rT T T T T 1 S~ _—
0 50 100 150 200 250 °C 4 s TRR ?
TEMPERATURE = ‘wlsi\; S ‘?;i.,f‘g‘."’//;, Jz
| MEM | DESIGNATION | QY |MATERIAL 2. "~ 9
1 BODY 1 CF8/CF8M 1 \:;\ i \%{/Q////@// o
2 CAP 1 | CF8/CF8M { S RS
3 BALL 1 CF8/CF8M L
4 BALL SEAT 2 RPTFE
5 JOINT GASKET | 1 PTFE
6 |THRUST WASHER| 1 PTFE SIZE D | L w S
| 7 STEM 1 304/316 3/8" 9.2 385 | 76 | 21
8 STEM PACKING = 1 PTFE - /2 10 | 485 91 | 25
9 ~ GLANDNUT | 71 - 304 | 344 | 15 | 585 | 91 | 30
10 |SPRING WASHER 1 304 |t 20 69 111 = 38
11 STEM NUT 1 304 | 11/4" 25 | 79 | 111 | 47
12 HANDLE | 2 304 11/2" 32 90 154 53
- 13 | HANDLE SLEEVE 1 PVC 2¢ 38 100 154 66
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z;gpipbl§bginless 2PC FULL BORE LIGHT
DUTY BALL VALVE F/F

ZSBV- 2003T

|

@ 1000PSVPNGE

®Full Pont

@ Blow-out-proot stem design

@ PEDS723/PE (CE0D15) Approved

@ Casting Approved AD2000-WO

@ Theead: ASME B1.20,1 BS21.DIN2999/259,
ISO218-1, 11S B 0203, 1SO7N

@ Inspection Testing: AP1598, EN12266

RATING 144
114.2°
1000 \ 70
800 21/2.4] —{60
N ;
=N
& \\ 2
g \ 1 &
g™ T &
070 3% 30040 510 F
5 ymm——— e ey | m—y Jp—rg
0 50 100 150 200 250 *C
TEMPERATURE
ITEM | DESIGNATION | QrY MATERIAL
1 HANDLE SLEEVE 1 | PVC
7 | HANDLE 1 304 | sze| b [ L [ n[w]s
3 GLAND NUT 1 304 14| 92 | 36 41 | 76 | 18
4 STEM NUT 1 304 38 | 125 | 42 | 46 | 76 | 2 |
5 SPRING WASHER 1 304 /2" | 15 | 48 50 | 8 | 25
6 STEM PACKING 1 PTFE a4 | 20 | 58 [ 57 | o5 | 31
7 THRUST WASHER 1 PTFE 1" | 25 | 685 68 120 | 375
8 JOINT GASKET 1 PTFE 1-/47| 32 | 80 | 74 | 120 | 465
9 cAP 1 CF8/CFBM 1-1/2°| 38 | 905 85 | 150 | 53
10 | Bopy 1 cry/craM | | 2 | 50 | 109 94 150 | 66
11 | BALLSEAT 2 RPTFE 21/ 65 | 139 120 | 215 | 825
12 | BALL 1 CF8/CF8M 3 | 80 | 157 130 | 215 | 975
13 | STEM 1 304/316 4" | 100 | 200 | 160 | 300 | 127
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zszoe'ﬁibb Stainless ECO BALL VALVE 2PC F/F

ZSBV- 2004T

FEATURES

€ 1000PSVPNG3

@ Full Port

@ Blow-out-proof stem design

@ PED97/23/PE (CE0N35) Approved

@ Casting Approved AD2000-W0

@ Thread: ASME B1.20.1 BS21.DIN2999/259,
150228-1, JIS B 0203, 1SO7/1

@ Inspection Testing: API1598, EN12266

RATING 1/4-4
1000 42 v w -
\ ™ 6 5 4 3 2
800 (2124 —{ 60
\\ 50 [ \ AL L : i
600 \ - 8 ? Nean s
B Q\ v 13
— —30 w
5400 N\ 20§ T
i w 7 i |
g 200 \ o £ 9 = |
4 x
0100 200 300400 500 °F 10 85:'1
0 50 100 150 200 250 °C : 1) I—% 192
TEMPERATURE n SNBSS B 77) |
. 21"
ITEM DESIGNATION | QTY | MATERIAL | L
1 HANDLE SLEEVE 1 PVC S
2 HANDLE 1 304 sze | o [ L [ 0w ][ s |
3 CGLANDNUT | 1 304 . | 1/4" | 116 485 | 48 | 91 | 19
4 STEM NUT 1 304 ‘ | 3/8" | 125 | 485 | 48 | 91 | 21 |
5 SPRING WASHER 1 304 ! |1/ | 15 | 58 | 52 | 198 | 255 |
6 STEM PACKING 1 PTFE | 34| 20 | 65 | 61 | 111 | 31 |
7 THRUST WASHER 1 PTFE | | a* | &5 | 77 | &5 | 428 | 375 |
8 JOINT GASKET 1 PTFE 1-1/4"| 32 | 90 | 79 | 154 | 465
9 CAP 1 CF8/CF8M 1-1/2"| 38 | 98 | 83 | 154 | 535
10 BODY 1 CF8/CF8M | | 2* | s0 | 121 | 97 | 192 | 66 |
11 BALL SEAT 2 RPTFE 12-1/2"| 64 | 145 | 129 | 246 | 825 |
12 BALL 1 CF8/CF8M | 3" | 76 | 166 | 138 | 246 | 975
13 STEM 1 304/316 4 | 94 | 240 | 175 | 317 | 130
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2PC HEAVY DUTY
BALL VALVE F/F

zszoerﬁpb Stainless

ZSBV- 2005T

FEATURES
€ 1000PSIV/PNG3
@®Full Port

@ Blow-out-proof stem design

@ Body and end caps quality investment casting

@ PED97/23/PE (CEO035) Approved
@ Casting Approved AD2000-W0

@ Thread: ASME B1.20.1 BS21.DIN2999/259,

150228-1, JIS B 0203, 1SO7/1
@ Inspection Testing: API598, EN12266

RATING 1/4-4 - W -
1/4-2" T
TN ° F A B # 8 2 2
800 12124 —60 \| / g i
\\ 50 [ 4
LY 8 ‘
- 600 \ —40 ~
z : g
W 400 \ — 30 = s 1 e =4
5 N 5
2 =20 @
§ - \ —10 % o ]
X ! x|
0 100 200 300 400 500 °F © o i
'(; 5;) 1010 1510 20'0 25'0 ‘C N 2}
TEMPERATURE poeem
ITEM DESIGNATION | QTY | MATERIAL | - B
1 HANDLE SLEEVE | 1 PVC - )
2 HANDLE = 304 (sze [ o | L H| ow | ok |1
3 GLAND NUT | 1 304 1/4 116 50 48 91 285 125 |
4 STEM NUT 1 304 3/8" 125 50 48 91 285 125
5 STEM 1 304/316 1/2" 15 58 52 103 285 13
6 SPRING WASHER 1 304 3/4" 20 65 61 111 34.8 21
7 STEM PACKING 1 PTFE | 1" | 25 80 65 126 34.8 22.5
8 THRUST WASHER 1 PTFE 114 | 32 92 79 | 154 | 381 | 235
9 JOINT GASKET 1 PTFE 1-1/2" | 38 105 83 154 381 235
10 CAP 1 CF8/CF8M | 2" | 50 | 125 97 191 381 235
1 BODY L1 CF8/CF8M | 2-1/2" | 64 | 1556 129 | 244 56 32
12 BALL SEAT | 2 RPTFE 3 76 183 138 244 56 35
13 BALL | 1 CF8/CF8M 4" 94 240 175 315 63 50
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2PC DIN 3202-M3
BALL VALVE F/F

zszsviyb Stainless

ZSBV- 2006T

FEATURES

€ 1000PSI/PN63

@ tull Port

@ Investment Casting

# Blow-out proof Stem

@ PED97/23/PE (CE0035) Approved

@ Casting Approved AD2000-WO0

@ Length confirm to DIN3202/4-M3

@ Thread: ASME B1.20,1 BS21.DIN2999/259,
150228-1, JIS B 0203, ISO71

@ Inspection Testing: API598, EN12266

RATING 1/4-4
1/4-2°
1000 \ 70
800 L2124 — 60
W -
600 \ — o
g Q ot
W 400 \\ — 30 W
2 \ )
2 N ¢
g 200 o £
0 100 200 300 4CID 500 °F
‘0 50 100 150 200 250 “C
TEMPERATURE
ITEM |  DESIGNATION
1 HANDLE SLEEVE
2 HANDLE | 304 |sze | o | v [ 0 [ w | s |
3 GLAND NUT 304/316 4 | 115 | s5 | 48 | 103 | 22
4 STEM NUT } 304 38 | 125 @ 60 | 48 | 103 | 22
5 SPRING WASHER | 304 | w2 | 15 | 75 | s2 | 103 | 26
6 STEM PACKING | PTFE 34 | 20 | 80 | 61 | 123 | 32
7 THRUST WASHER PTFE 1 | 25 | 9% | 65 | 123 | 39
8 JOING GASKET PTFE 1-1/4" | 32 | 110 | 79 | 153 | 485
9 CAP CF8/CF8M 1-1/2" | 38 | 120 | 8 | 153 | 55
10 BODY ‘ CF8/CF8M 2 | s0 | 140 | 97 | 185 | 68
11 BALL SEAT ' RPTFE 212 | 64 | 185 | 135 | 243 | 84
12 BALL ‘ CF8/CF8M | 3 | 76 | 205 | 144 | 243 | 99
13 STEM 304/316 4 94 | 240 | 166 | 295 | 128
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zszs'ﬂiyb.%bei"'ess 2PC 2000 PSI BALL
VALVE F/F

ZSBV- 2007T

@®Full port

@W.P.: 1/4"-2"2000WOG(PN150)

@ Investment casting Blow-out proof stem

@ Anti-static device & locking deviceloption)

@ ASME B16.34 Wall thickness NACE MR0175

@ Thread type: ASME B1.20.1 BS21.DIN2999/259,
1S0228-1, JIS B 0203, 1SO7/1

@ Inspection Testing: API598, EN12266

RATING 1/4"-2"

2000 pAZ N 70

e

1600 \\ Y

N 50
3 1200 \C =P %
£ oo N e
1] 20 w
W 400 L. v
g N o f

0 100 200 300 400 500 °F
rT T T T T T
0 50 100 150 200 250 °C

TEMPERATURE

ITEM DESIGNATION ’ MATERIAL
1 HANDLE SLEEVE PVC
2 HANDLE ' 304
3 | GLANDNUT = 304/316 |
4 STEM NUT ‘ 304
5 SPRING WASHER [ 304 _ 1;
6 STEM PACKING PTFE /4 Y.z 4.3 45 v 26.3 23
7 THRUST WASHER | PTFE ‘ \ 3/8" | 92 | 543 48 | 91 | 285 25
8 JOINT GASKET PTFE | /2" | 127 | 61 52 | 103 285 30
9 CAP | CF8/CFé8M | | 34" | 20 | 70 61 | 111 @ 348 36
10 BODY | CF8/CF8M | | 1 | 25 | 8 65 | 126 348 446
11 BALL SEAT RPTFE 1-1/4" 32 OLS 79 154 381 54
12 BALL | CF8/CF8M | 11-1/2" | 38 | 113 83 | 154 381 61
13 STEM 304/316 2" 50 124 97 191 381 75
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Zggpipp Stainless  2PC 2000 PSI REDUCED
BORE BALL VALVE F/F

ZSBV- 2008T

@ 2000PSHPN1 50

@ Reduce Port

@ vesament Casting

@ Blow-ou prood Stem

@ Tapped & drilled mounting pad (option)

S PEDY7/23/PE ICEDO35) Approved

@ Casting Appraved AD2000-W0D

@ Thread: ASME 81,201 BS21.DIN299%V259,
SO220-1, IS B 0203, 15071

®inspection Testing: APIS9S, ENT2266

RATING 12°-Z
2000 14-2° 10
1600 \ = e
=~ 1200 - = = L. | >
@ A o g ¢ 6 5 4 3 2 3
‘g"eco —::§ B
i N £ g
\(7 10<, ?(? .TC? ?iﬁﬁw ¥ "
o 50 100 150 200 350 ©
TEMPERATURE
10
ITEM |  DESIGNATION | MATERIAL
1 HANDLE SLEEVE PVC 1}
2 HANDLE | 304 12
3 GLANDNUT | 304
a STEMNUT | 304 _
5 SPRINGWASHER 304 | szE | b | t | H | w ]| s | k [ M|
2 STEMPACKNG | PTFE | 14" 11 | S8 | 48 105 = 265 275 10-32UN
7 | THRUSTWASHER | PTFE || 3/8° | 125 | 58 | 48 105 265 275 10-32UN
8 JOINTGASKET | PTFE | 1/ | 125 | 58 | 48 | 105 | 265 275 10-32UN
9 cap (CFB/CFSM || 3/4° | 175 | 796 | 67 | 110 | 32 | 348 10-32UN
10 BODY CPB/CF8M || 1° | 22 | 8 | 70 | 125 | 41 | 348 10-32UN
1 BALL SEAT | RPTFE | 114" | 25 | 103 | 85 | 150 50 | 348 10-32UN
12 BALL CFB/CFM | 112" | 32 | 111 | 90 | 150 | 55 | 348 10-32UN
13 STEM 304316 || 2° | 38 | 137 | 95 | 190 | 70 | 348 10-32UN
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Zggnibh Stainless 2PC 1000PS| BALL
VALVE M/F

ZSBV- 2009T

@ 1000PSUPNG]

®Full Pon

@ Invesament Casting

@ Blow-out proof Stem

@ Locking Device HandleiOption)

S MDY7/2VPE ICE001S) Approved

@ Casting Approvad AD2000-W0O

@ Thread: ASME B1.20.1  BS21.DIN2999/259
ISOL28-1, JIS B 0201, ISON

@ lnspection Testing APIS98, EN1 2266
RATING 1272
1000 | I "
w0 |42 \\ ! :‘: : w ’

Pl o - 6. 5 4 3 2. 4

£ uo N = — 3

a \ '-12-o§

gzw . \\im g T

('l' 'mY ?05) ]Cro 400 srco , .
0 50 100 150 200 250 *C ‘

MEM | DESIGNATION | QIY |  MATERIAL
1 HANDLE SLEEVE 1 PVC
2 HANDLE 1 304 12, L -
3 GLAND NUT 1 304
a STEMNUT | 1 | 304
5 SPRING WASHER 1 304 |sze] o | d [t [ H [WwW]'s
b STEM PACKING 1 PTFE ¥4 116 8 55 48 91 19
7 THRUST WASHER 1 PTFE 38 125 114 55 48 | 91 21
8 JOINT GASKET 1 PTFE Y2 15 136 715 52 | 91 255
9 CAP 1 CF8/CF8M 4 20 182 78 61 |11 3
10 BODY 1 CFB/CF8M r | 25 [ 25 | o1 | 65 | am1 | 305
11 BALL SEAT 2 RPTFE 1-/4" 32 | 32 100 79 | 154 465
12 BALL 1 CF8/CFEM 1-/2° 38 | 38 112 83 | 154 535
13 STEM 1 304/316 2 | S0 48 142 97 | 192 66
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I

zszoenibh Stainless 2PC 1000 PSI BALL
VALVE M/M

ZSBV- 2013T

FEATURES

€ 1000PSEYPNG3

@ Full Pont

@ Investment Casting

@ Blow-out proof Stem

@ Locking Device Handle (Option)

@ PEDY7/23/PEICEO035) Approved

@ Casting Approved AD2000-WO

@ Thread : ASME B1.20.1
BS21.DIN2999/259,
150228-1, |IS B 0203, ISO7/1

®nspection Testing : API598 EN12266
RATING 1/4-2"
1000 1/4-27 \ _ "0
800 r ! \\r T =1\ _‘1 ® W, -
- \\ - 50
500 = X - — 0 2 1
[ - \ = g 1 am) |
& 400 £ = =¥
x L L 1 I\ 1 &
3 : ol
2 M : ¥ 10 ‘é‘ ==
0 100 200 300 400 500 °F
rT 3= T T ¥l T !
0 50 100 150 200 250 °‘C
TEMPERATURE
MEM | DESGNATON | QIY | WATERAL | ;p L A
1 PLASTIC SLEEVE 1 PLASTIC
2 HANDLE [ 1 SuUS304 . . = . &
3 GLANDNUT | 1 | SUS304 sze [oN | d [ L [ H  w ] s
4 STEM NUT ‘ 1 _ SUS304 1/4" 8 8 59 48 91 19
5 SPRING WASHER 1 SUS304 = I | I |
6 “STEM PACKING 1 “PTFE 3/8 10 114 | 71 48 | 91 | 21 |
777 THRUST WASHER A 1 PTFE | 1/2" 15 136 ‘ 79 52 103 _ 255
8 JOINT GASKET s PTFE 3/4" 20 182 | 94 61 111 | 31
9 B%A;Y 1 gg/g:"‘ 1" | 25 23 | 104 | 65 126 | 375
10 1 8/CF8M e on e | Tt G [ O] (v [P
1 BALL SEAT 2 PTFE 11/4 32 32 | 122 79 154 | 465
12 BALL ‘ 1 . CF8/CFBM 11/2" | 38 38 | 142 83 | 154 | 53.5
13 STEM 1 SUS304/5US316 2" ‘ 50 48 | 168 97 192 66
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L Zonish Siainss 2PC BALL VALVE F/F C/W
ISO 5211 MOUNTING PAD

ZSBV-2003MT

@ Full port 1000PSHPNG3)

@ Investment Casting

@ Blow-out proof Stem >

@I1505211 Mounting Pad

@€ PED97/23/PE (CEDO35) Approved

@ Anti-Static device{option)

@ Thread: ASME B1.20.1 BS21.DIN2999%/259
1S0228-1, IS B 0203, 1SO711

@®inspection Testing: API598, EN12266

RATING 1/44
3000 1/4-2"
\\ 70
800 (224 — €0
N =
" N——“ 3 '
g N
3 ol
g 200 m
ISC-5211
0 100 200 300 400 500 °F
ll; 5"3 'ICIO 15‘0 20'0 25‘0 c
TEMPERATURE
ITEM DESIGNATION MATERIAL
1 BODY CF8/CFBM
2 cAP CF8/CFBM
3 BALL CF8/CFEM S B
4 STEM | 304316 SZE od L  H D | E W osal
5 BALLSEAT | RPTFE /4" 116 49 365 9 9 12 FO4/03
- THRUSTWASHER | PTFE 38 125 49 365 9 | 9 | 12 |F04/03
7 JOINTGASKET | PTFE Y2 15 8 378 9 9 | 12 [Fo4/03
8 STEM PACKING PTFE 34 20 | 65 425 9 | 9 | 12 |F04/03
9 GLANDRING | 304 ¥ 25 | 77 | 45 11 | 11 | 14 |Fo5/04
10 SPRINGWASHER | 304 14 32 | 90 515 11 | 11 | 14 F05/04
11 STEMNUT | 304 11/ 38 98 595 14 14 18 [FO7/05
12 AGAINSTPINEPAD | 304 2 50 121 685 14 14 | 18 FO7/05
13 HANDLE 304 22 64 | 156 985 17 | 16 22 |Fl0/07
14 HANDLE SLEEVE PVC 3¥ 76 |18 108 17 | 16 | 22 |F10/07
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zszs'?i&"b Stahniess 2PC ECOBALL VALVE F/F

ZSBV- 2010T

\ | URES
@ CFBM/CF8
@®PN63 Full port
®Made of AlSI 316
@ bi-directional flow
@ Max temperature: -25Cto 180°C
@ Threaded Ends:ANSIB2.1, BS 21, DIN259/2999
1ISO228-1 , JIS B 0203, 1ISO71

@ Main market: France, Germany

RATING 1/4-2"
1000 42 | ‘
\ 1 70
800 \ ‘ o
N 50
|
600 —\C T
i | 40
4 1 \ 1 i & S L &
w w
2 409 A & f § 4 1 )
7 TN =}
£ { \7 10 & i il

0 100 200 300 400 500 °F
L I 1 J U 1
0 50 100 150 200 250 °C

TEMPERATURE [y = B
9 S N ; i
- Sl L]
L i
ITEM DESIGNATION ~ ITEM MATERIAL [ =
- . : 1
1 PLASIC SLEEVE 1 PLASTIC all] 1
2 HANDLE 1 304
3 GLAND NUT 1 304
\\ U — — —— = 1=

4 STEM NUT 2 304 ]l s [t [ a [ w] s |
5 SPRING WASHER 1 304 1/4" 11.6 51 48 104 22
6 STEM PACKING 1 PTFE 38" | 125 | 51| 48 | 104 | 22
7 THRUST WASHER 1 PTFE i | & | &8 | 45 | i | 25
8 JOING GASKET 1 PTFE : ——— - = =

| ' 3/4" 20 65 59 128 31
9 CAP 1 CF8/CF8M | . . | |
10 BODY ] 1 CF8/CF8M | 2 | A | 985 | B | 388 | 395
1 BALL SEAT B RPTFE 1-1/4" 32 | 91 | 79 | 156 | 48
12 BALL | 1 crg/crgM | 112" 38 | 98 8l | 156 54
13 STEM 1 304/316 2" 50 | 121 102 | 194 @ 675
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2PC 2000 PSI REDUCED
zszs'ﬂipb i BORE BALL VALVE

ZSBV- 2011T
FEATURES

& CFBM/CF8

@ 2000PSI Reduced port 1/4".2"

@ Black R-PTFE seats & R-PTFE seals
@ bi-directional flow

@ Max temperature: -25C to 180 C
@ Threaded Ends: NPT

€ Main market: America

RATING 1/2"-4"
2000 1/4-2" 70
\
\ {60
1600
\ 50
7 1200 X =40 g - ! -
w \ — 30 w
& 800 AN 4 1 [ R SR U
2 N 1™ 4 \l | == i i)
W 400 w A /
g N 10 £ : ’ 7
0100 200 300 400 500 °F i S J
0 50 100 150 200 250 ‘C i o i
TEMPERATURE L S\ e
==l o 2[ !
ITEM DESIGNATION | ITEM | MATERIAL 22 AN\
1 13 U =t
| 1 PLASTIC SLEEVE 1 PVC — e
‘» | - b1 _BSPISPT/SY]
| 2 HANDLE 1 304
| 3 GLAND NUT 1 304
T 4 STEM NUT 1 304 ~ % | e 5 ¥ v G 7
5 STEM 1 316/304  [TEM T [ ‘ I | J
6 'SPRING WASHER 1 304 & |2 | 48 ||| & | & | oS
i 7 STEM PACKING 1 PTFE 10 3/8" ‘ 10 57 95 52 28.5
" 8 THRUST WASHER [ 1 | PTFE | 15 | 172" 4 125 ‘ 62.5 . 95 , 52 . 28.5
I JOINTGASKET | 1 | pmee || 20 3/4* | 15 735 | 105 @ 60 | 348
‘7'10 CAP 1 CF8M/CF8 25 & 195 84 125 73 3438
i 11 | BODY 1 CF8M/CF8 32 11/4" | 25 91.5 125 76 38.1
| 12 | BALL SEAT 2 PTFE 40 112" | 32 99 180 89 38.1
| 13 BALL 1 CF8M/CF8 50 22 | 38 109.5 180 93 381
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2PC 800 PSI REDUCED
BORE BALL VALVE F/F

ZZsoin Stainless

ZSBV- 2012T

FEATURES

¢ CFBM/CF8

€ 3800PSI Reduced port

# bi-directional flow

@ Max temperature: -25°C to 180°C

@ Threaded Ends: ANSIB2.1, BS 21, DIN259/2999
1502281, JIS B 0203, ISO71

@ Main market: Korea, South East-Asia

RATING 1/4-2"
1000 70
1/4-2" —60
800
\ 50 - v _T
] 10 i1 12 13
7 600 10 g NN | [ = . o
A |
& 400 \ =% g \ & -
? \ ] - .
0 \ =20 2] =9 = 2 6 g
& 200 0 ¥ e
a a N - NG 77,
- ~ ////
0 100 200 300 400 @ 500 °F ‘ !
rT T T T T T - !
0 50 100 150 200 250 °C ":
\l‘ ‘\‘ \\\ -\\\/- \\.\
£V N3 N
ITEM DESIGNATION ~ [TEM | MATERIAL = e
1 CAP 1 CF8/CF8M
2 BODY GASKET 1 PTFE
SIZE
3 SEAT 2 PTFE (oS | Ltsz'o 2 \ "’3 | V: l 74
{ 4 7 1.
4 BALL T T I U
5 BODY 1 CF8/CF8M 1A | %0 & | 8 | 73 | 38
7 THRUST WASHER 1 PTFE | 20A | 6 | 15 | S0 | 116 | 20
8 PACKING 1 i PTEE 25A 78 | 20 61 123 2.0
9 GLAND 1 304 32A 88 25 69 123 23
10 SPRING WASHER 1 ‘ 304 40A 96 32 78 153 26
z & & STEM NUT 3 304 50A 112 \ 40 85 153 3.0
12 | HANDLE 1 \ 201 65A 128 50 92 196 35
13 | HANDLECOVER | 1 | PLASTIC 80A | 145 | 65 | 126 246 | 38
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zszg{liyb Stainless

ZSBV- 201471

FEATURI
®CF8M/CF8
®PN63 Full port
1/2°-2*
#®bi-directional flow
@ Max temperature: -25°C to 180T
@ Threaded Ends:ANSIB2.1, BS 21, DIN259/2999
ISO228-1 , JIS B 0203, 1ISO71

@ Main markel: America

2PC HEAVY DUTY BALL
VALVE F/F

RATING 1/4"-2"
1000 70
1/4-2" — 60 ]
800 - -
AN 50
— 600 © g
%) —40 < 6 5 4 3 ) |
Q. 23] N / / o s
I&J 400 \\ —{30 C&J 5 \\ \\\ / // . 7 1
o) \ =2 — \ /
2 =20 2 N
i N 4 % 13
& 200 110 & ; NG s
o ¥ — M | -
Gt S o 00 S RIS Oy Wi R
0 50 100 150 200 250 C " = - 7 \
\ /
W, =
¥ W
ITEM DESIGNATION ITEM MATERIAL | - =, e
1 PLASIC SLEEVE 1 PLASTIC L
2 HANDLE 1 304
3 GLAND NUT 1 304
4 STEM NUT 1 304
5 SPRING WASHER 1 304
6 STEM PACKING 1 PTFE ~——m
| 2 THRUST WASHER 1 PTFE MEM J D L | H | W ' =
8 JOING GASKET 1 PTFE 172 15 | 569 | 508 | 5 | 25
9 CAP 1 CF8M/CF8 3/4" 20 64.2 57 105 31
10 BODY 1 CF8M/CF8 1 25 | 80 70 | 120 | 375
11 BALL SEAT 2 RPTFE 1-1/4" 32 90.4 78 140 46.5
| 12 BALL 1 CF8M/CF8 1-1/2" 38 978 85 | 1447 | 53
13 STEM 1 316/304 2" 50 1163 103 | 1699 | 66
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2PC DIN 3202-M3
BALL VALVE

zszoeviyb Stainless

ZSBV- 2018T

FEATURES

®CF8M/CF8

®PN63 Full port

@ bi-directional flow

@R PTFE seats & PTFE seals

@ Max temperature: -25C to 180°C
@ Length confirm to DIN3202-M3

@ Threaded Ends:ANSIB2.1, BS 21, DIN259/2999
1S0228-1, JIS B 0203, I1SO71

& Main market: Turkey, Germany

RATING 1/4"~4"

1000 - © 70
so0 |22 \\\ — 60
N 50
AN
600
- \\ —1 40 _
£ 400 AN —{30 =
] N =
—1 —{ =3
2 200 A\ 4
£ \ —{10 =

0 100 200 300 400
T

500 ° F

T T T T
o 50 100 150

T

T
200 250 ° C

TEMPERATURE
ITEM DESIGNATION | ITEM | MATERIAL

1 PLASIC SLEEVE 1 PLASTIC ;M\“ZE\ = l T l 5 1 ¥ l B
2 HANDTE b 304 1/4" 116 55 a4 94 19
3 GLAND NUT 1 304

3/8" 125 60 44 94 21
4 STEM NUT 2 304

1/2" 15 75 50 104 255
5 SPRING WASHER 1 304 T
6 STEM PACKING 1 PTFE / 2 o 9 s et
7 THRUST WASHER 1 PTEE X 25 90 65 | 128 | 375
8 JOING GASKET 1 PTFE VYA | 32 | 330 | 79 | 156 | 465
9 CAP 1 CF8/CFSM 1-1/2" 38 120 83 156 = 535
10 BODY 1 CF8/CF8M 2 50 | 140 | 99 | 194 66
11 BALL SEAT 1 RPTFE 2-1/2" 64 185 125 = 246 84
12 BALL 1 CF8/CF8M 3 76 205 130 246 99
13 STEM 1 304/316 4" 96 240 175 317 130
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zsz(gpipblgbginless 2PC FULL BORE 1000 PS|
BALL VALVE

ZC 22N
Z5BV- 20221

S CFBM/CF8
1000PSI full port
@ bi-directional flow
@ Lighter type than QF204 in weight
@ Max temperature: -25C 1o 180°C
@ Threaded Ends: ANSIB2.1, BS 21, DIN259/2999
150228-1, JIS B 0203, IS07/1
@ Main market:Italy

RATING 1/4-2°
1/4-2" |
1000 70
60
800 |
50
600
- 40
7 L ¥ 1 <
o o
W 400 |t \\ {30 W ~ ' _
2 =2
[ N 20 2 L 5. 4 3 i 3 5}
& 200 g :
o t i 10 o " < / J
== \ [ 4 : T Y

0 100 200 300 400 500 °F
I T T T T T
0 50 100 150 200 250 °C

TEMPERATURE -
¥
10 o
| IEM | DESIGNATION MEM | MATERIAL . J

1 PLASIC COVER 1 PLASTIC - |
2 HANDLE 1 304 5 -
3 GLAND NUT 1 304
4 STEM NUT 1 304
5 SPRING WASHER 1 304
6 STEM PACKING 1 PTFE — T T .
7 THRUST WASHER 1 PTFE M |
8 JOING GASKET 1 PTFE L R
9 CAP 1 CF8M/CF8 ‘ 3/4" ' 20 56 ' 59 ‘ 100 30
10 BODY 1 CF8M/CF8 1" 25 | 68 | 70 105 | 376
11 BALL SEAT 2 RPTFE 1-1/4" 32 8 78 | 120 | 456
12 BALL 1 CF8M/CF8 1-1/2" 38 | 90 | 8 | 120 | 525
13 STEM 1 316/304 2 | so [ 121 | os | 160 | 656
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Zenish Stainless ~ 2PC FLOATING BALL VALVE

Q& YT

ZSBV- 2019F

@ 200PSt CFRCFAM

@ lnvestment cavting

®Sue DN15500

& Max inperatuse: <251 %0 1807

@ Theraded EndeANSIB2.1, BS 21, DIN25929%
1SO228-1 , JIS B 0200, 15071

!
3\
, ERNN 1
MEM | DESIGNATION EM | MATERIAL g S\
1 STEM 1 316/304 s
2 O-RING 4 VITON i e =
3 PACKING 2 PTFE ol N \ ] \
B 4 — =
4 80DY 1 CFBM/CFB ' N |
5 0-RING 1 VITON ; Wiz S
6 SEAT 2 PTFE =
7 BALL 1 CF8M/CF8 N
1l
8 CAP 1 CFBM/CF8 :
) STEM 1 316/304 L 5

e 2% | 1sa | 2 | 2A | 324 40A | soa | 65A | 80A

L 485 | 585 69 79 89 100.5 125 141
DN 10 15 20 25 32 38 50 64
S 25 30 38 47 53 66 82 98
21 235 31 33 41 47 64 72
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Zggpiyp Stainless 3PC 1000 PSI BALL
VALVE F/F

ZSBV-3001T

FEAT

€ 1000PSIVPNG3

@ Full Port

@ investment Casting

@ Blow-out proof Stem

@ Locking Device Handle{Option)

@ PED97/23/PE (CE0035) Approved

@ Anti-Static deviceloption)

@ Thread: ASME B1.20.1 BS21.DIN2999/259,
1SO228-1, JIS B 0203, 1ISO7/1

@®Inspection Testing: AP1598, EN12266

RATING 1/4-4
1000 42 = "
21/24\\ —60
800 N E
800 \
: N
& 400 = ¥
2 3 =20 3
gzoo —10%
0 100 200 300 400 500 °F
0 50 100 150 200 280 °C
TEMPERATURE
MEM | DESIGNATION | QTY | MATERIAL
1 HANDLE SLEEVE 1 PVC
2 HANDLE 1 304
3 GLAND NUT 1 304/316
4 STEM NUT 1] 304
5 STEMWASHER 1 304
6 STEM PACKING 1 PTFE | /4" | 11 | 50 48 103
7 THRUST WASHER 1 PTFE 3/8" 12 50 48 103
8 END CAP 2 | CF8/CF8M |/ | 15 | 60 | 52 | 103
9 BOLT - 46) | 304 34" | 20 | 70 | 61 | 123
10 NUT - 46) | 304 | 1* | 25 | 80 | 65 | 123
11 SPRING WASHER | 4(6) | 304 | '1-1/4" | 32 | 93 | 79 | 153
12 BODY 1 CF8/CF8M (112 | 38 | 100 | 8 | 153
13 | BALLSEAT | 2 | RPTFE | 22 [ 50 [ 125 [ 97 | 185
14 BALL 1 | CF8/CF8M 2-1/2" | 64 | 158 | 135 | 243
15 STEM 1 304/316 | 3" | 76 | 179 | 144 | 243
16 LOCKING DEVICE 1 304 4 | 94 | 223 | 172 | 315
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zszs'ﬂipb Stainless 3PC 1000 PSI BUTT
WELD BALL VALVE

ZSBV- 3002T

€ 1000PSI/PN63

@ Full Port

@ Investment Casting

@ Blow-out proof Stem

@ PEDS7/23/PE (CEO035) Approved

@ Casting Approved AD2000-WO0

@ Anti-Static device(option)

@ Butt Weld:ASME B16.25 (SCH40)

@ Inspection Testing: API598, EN12266

RATING 1/4-4
1/4-2°
s \ 70 8 7 6 5 4 _3 2 4
g00 121241\ —|60 LT " ' / {
50 9 \ ‘\ /
600 \ = P NN N /
4 A} 3 10 N\ |\ e
4 400 N 30 w —~ \\\ | il 17
- N =] Mo NN T
a 2 § yi ~ 16
w STFE — 10
@ o —{10 E ——— eersll 15
; < A 14
L2 ™ | 5888 y e P
0 50 100 150 200 250 °C % gl I 13
TEMPERATURE P 11 Y =
e - o, s o 12
ITEM |  DESIGNATION | QTY = MATERIAL = - AP
1 | HANDLE SLEEVE 1 PVC i e
2 HANDLE 1 304 |
3 GLAND NUT 1 34 oze| oA | @8 | oc | oD | L | H W
4 STEM NUT 1 304 :
e oW HER = o 1/4" | 18 | 145 | 108 | 108 | 604 | 48 | 103
6 STEM PACKING 1 PTFE 3/8" _ 195 ‘ 15.9 » 11 11 604 | 48 _ 103
7 THRUST WASHER 1 PTFE 1/2"| 23 | 192 | 15 | 15 | 665 | 52 | 103
8 | JOINTGASKER | 2 ;’TFE | | 34" | 288|234 | 21 | 20 | 80 | 61 | 123
9 CAP 2 CF8/CF8M e -
5 B pres 5 1" 348 | 286 267 | 25 | 8 | 65 | 123
11 BOLT NUT " 46) | 304 | 1-1/4" 45 | 38 | 34 | 32 | 104 | 79 | 153
12 SPRING WASHER | 4(6) 304 | [1-1/2"| 51 | 44 | 405 | 38 | 112 | 83 | 153
13 BODY 1 CF8/CFéM 2* | 625 | 565 | 525 | s0 | 132 | 97 | 185
14 BALL SEAT 2 RPTFE i ' ! '
= =t : CFa/CFaM 212 77 | 68 | 65 | 64 | 164 135 243
16 STEM | 1 | 304/316 37 . 94 | 86 . 80.5 76 182‘2! 144 | 243
17 LOCKING DEVICE 1 304 4 | 116 | 105 | 98 | 94 2268 172 | 315
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3PC 1000PSI SOCKET
WELD BALL VALVE

zszs'aiyb Stainless

ZSBV- 3003T

f ES

@ 1000PSVPNG3

@ Full Port

@ Investment Casting

@ Blow-out proof Stem

@ PEDY7/23/PE (CEO035) Approved

@ Casting Approved AD2000-W0

@ Anti-Static deviceloption)

@®Socket Weld: ASME B16,11

@ Inspection Testing: API598, EN12266

RATING 1/4-4
1/4-2°
1000 Z \ 70
P —60
800 12124 \
N o 50
600 a0
B \ ot
w 400 \\ —30 w
[*4 o
g N g
é 200 = W
& —10 ¥
0 100 200 300 400 500 °F
I

T T T T T T
0 50 100 150 200 250 °C

TEMPERATURE
| ITEM | DESIGNATION ~ QTY | MATERIAL |
1 | HANDLESLEEVE = 1 PVC
2| HANDLE 1 304
3 | GLAND NUT 1 304
4 | STEN NUT 1 304 - ' !
: T : . 14" | 12 | 142 | 10 50 | 48 | 103
6 | STEM PACKING 1 PTFE ' 3/8" | 12 176 | 100 | 50 | 48 103
1 THRUST WASHER 1 PTFE | 12" | 15 | 217 | 10 | 60 | 52 | 103
8 JOINTGASKET | 2 | PWFE | 34" | 20 [ 271 | 13 | 70 | 61 | 123
9 END CAP 2 CF8/CF8M :
& o T o 1" | 25 | 339 | 13 80 | 65 | 123
11 NUT 4(6) 304 1-1/4", 32 42.6‘ 13 | 93 | 79 153 |
12 | SPRING WASHER 46) | 304 | 1-1/2"| 38 | 487 | 13 100 @ 83 | 153
13 BODY 1 CF8/CF8M 2" | 50 | 611 | 16 125 97 | 185
14 BALL SEAT 2 RPTFE m ' ! ‘
15 BALL 1 CF8/CF8M 2-1/2"| 64 77 | 16 158 | 135 | 243
16 | STEM 1 304/316 ‘ 3" | 76 898 | 16 179 | 144 | 243
17 LOCKING DEVICE 1 304 4 | 94 |1155| 19 | 223 | 172 | 315
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” ) i 3PC 1000 PSI DIN 3202-M3
Zenith Stainless
“S““'”S BALLVALVEF/F

ZSBV- 3004T
FEATURES

@ 1000PSIVPNG3

@ Full Port

@ Investment Casting

@ Blow-out proof Stem

@ PEDY97/23/PE (CEO035) Approved

@ Casting Approved AD2000-WO0O

@ Anti-Static deviceloption)

@ Length Conform To DIN3202/4-M3

@ Thread: ASME B1.20.1 BS21.DIN2999/259, 1SO228-1, JIS B 0203, 1ISO7/1
@ Inspection Testing: AP1598, EN12266

RATING 1/4-4
1000 e \ 70
21/2-4 — 60
800 \\\ E
_ 600 40
g Q‘ 30 ;
i \ 7 &
g =20 %
0 100 200 300 400 500 °F
[(; 5!') 10‘0 15‘0 ZOTO 25'0 °C
TEMPERATURE
ITEM |  DESIGNATION | QTY | MATERIAL
1 HANDLE SLEEVE 1 PVC
2 HANDLE 1 304
3 GLAND NUT 1 304
4 STEM NUT 1 304
5 STEM WASHER 1 304
6 STEM PACKING 1 PTFE | SIZE | ”p”\ L | H ] w [ SW
7 THRUST WASHER 1 PTFE 1/4" | 116 @ 55 64 103 19
8 GASKET 2 PTFE - 3/8" 127 60 64 103 | 21
9 END CAP 2 CF8/CF8M 12 | 15 | 75 64 103 26
10 BOLT 1 304 3/4" 20 80 73 103 | 31
11 NUT 4 304 1" | 25 | 9 | 892 | 135 | 38
12 SPRING WASHER 4 304 1-1/4" | 32 | 110 | 945 | 135 | 47
13 BODY 1 CF8/CF8M 1-1/2" | 38 | 120 | 1195 | 182 | 54
14 BALL SEAT 2 RPTFE 22 | 50 | 140 | 1285 | 182 | 66
15 | BALL 1 CF8/CF8M 2-1/2" | 64 | 185 | 140 | 260 | 84
16 | STEM 1 304/316 3 | 76 | 205 @ 147 | 260 | 99
17 | LOCKING DEVICE 1 304 4 94 | 240 | 172 | 400 | 128
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3PC BALL VALVE F/F C/W
1SO5211 MOUTING PAD

zszs'niyb Stainless

ZSBV- 3002TM
FEATURES

@ 1000PSI/PN63

@ Full Port

@ Investment Casting

@ Blow-out proof Stem

41505211 Mounting Pad

@ PEDY97/23/PE (CEO035) Approved

@ Anti-Static deviceloption)

@ Thread: ASME B1.20.1  BS21.DIN2999/259, 1SO0228-1, JIS B 0203, ISO7/1
@ Inspection Testing: AP1598, EN12266

(ITEM | DESIGNATION | QTY | MATERIAL

1 BODY 1 CF8/CF8M

2 CAP 2 | CF8/CF8M

3 BALL 1 | CF8/CF8M

4 BALL SEAT 2 RPTFE

5 STEM 1 304/316

5 THRUST WASHER 1 | PTFE

7 SPRING WASHER 4 | 304

8 BOLT NUT 4 | 304

9 STEM PACKING 3 | PTFE

10 RING 1 | 304

11 | BELLEVILLE WASHER | 2 301

12 LOCK WASHER 1 | 304

13 STOP PIN 1 304

14 HANDLE NUT 2 304 I S

15 HANDLE 1 | 304

16 HANDLE SLEEVE 1 | P

17 WASHER 1 CF8/CF8M

18 O-RING 1 VITON i

19 BOLT 4 304 Z

SOCKET WELD BUTYL LE’LD

SIZE | d+05 @d1:05 Ls2 | L1x2 | H:l |D.Jg; Ex1 | w3| mosau1 | wi | W1 |
14" | 116 142 | 55 70 38 9 o 12 F04/03 143 | 65
3/8° | 125 177 60 | 70 | 38 9 9 12 | F04/03 | 143 65
1/ | 15 | 218 | 75 | 70 | 38 | 9 | 9 | 12 |  F04/03 | 143 | 65
34 | 20 | 272 | 80 | 8 | 47 | 9 | 9 | 12 | F04/03 | 143 | 76
4 25 34 90 95 60 11 11 14 FOS/04 | 160 | 95
'1-1/4” | 32 | 427 | 110 | 110 627 | 11 11 | 14 |  F05/04 | 160 | 95
11/ | 38 | 488 | 120 | 120 | 79 | 14 | 14 | 18 | FO7/05 | 18 | 115
22 | s0 | 612 | 140 | 142 | 88 | 14 14 | 18 |  FO7/05 | 187 | 124
21/2° | 64 | 74 | 185 | 185 | 109 | 17 17 | 22 |  F10/07 | 350 | 140
3 | 76 | 90 | 205 | 205 | 116 | 17 | 17 | 22 | Fwo/07 | 350 | 150
4" 94 | 1156 | 240 | 240 @ 142 | 22 22 28 F12/07 350 | 175
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z;gpipb Stainless  3PC 3000 PSI BALL VALVE
REDUCED BORE BALL VALVE

i lallle FaVa

ZSBV- 3006T

€ 3000PSI

@ Reduce Port

@ Investment Casting

@ Blow-out proof Stem

®PED97/23/PE (CED035) Approved

@ Casting Approved AD2000-WO

@ Anti-Static device(option)

@ Thread: ASME B1.20.1 BS21.DIN2999/259, ISO228-1, JIS B 0203, I1SO7/1
®Inspection Testing: AP1598, EN12266

RATING 1/4°-2"
3000 L1/4:2" N _ , —
2400 X = ¥ 8 \ el K’
b 150 10 = ‘.i e 16
7 1800 \\ = 1205 9 s = 5 i
g 1200 X =90 g g = : h"_‘ T
2 X 60 2 g = T Pl
w w s,
 °° N & s I o/
5 [t R A —
0100 200 300 400 500 °F PR o s Py
‘0 50 100 150 200 250 °C g_ TA1L YT | =
TEMPERATURE e
1 ic E |
- ITEM DESIGNATION QTY  MATERIAL |
1 BODY 1 CF8/CF8M —A
2 END CAP 2 CF8/CF8M i (G\—f = »
3 BALL SEAT 2 RPTFE <o , ‘ L{/
4 BALL 1 CF8/CF8M B A\ (YT
. 1B \BY MC
5 O-RING 2 VITON
6 JOINT GASKET 2 PTFE | %8 Sl
7 THRUST WASHER | 2 PTFE | ]sms[ oo[ L ] HIwW[A][B ]Mc Q]
8 O-RING 2 VITON | 174" 11 | 926|315 140 36 | 36 | 6 9
9 STEM PACKING 2 PTFE ‘ ‘ | ~ - ‘
{ | 3/8"|125(926 315|140 | 36 | 36 | 6 9
10 BELLEVILLE WASHER 2 301 | | / a . | | . » |
11 STEM NUT 2 304 | |12 125 926 315 140 36 | 36 | 6 9
12 HANDLE 1 304 | |3/ 15 89,6! 37 (140 | 36 | 36 | 6 9
13 STEM 1 304/316 | 1" | 20 [1128/465| 160 | 42 | 42 | 6 | 11
14 HANDLE SLEEVE 1 PVC ‘ 7 =
11 1 |
15 STOP PIN = 304 | 1-1/4% 25 | 125 | 53 160 | 42 | 42 | 6 | 11
16 RING 1 304 | 1727 32 165 | 65 185 70 | 50 | 8 | 14
17 BOLT 1 304 2 | 38 |[165| 82 [185| 70 [ 50 | 8 | 14
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” ) ) 3 WAY REDUCED BORE BALL
Zenith Stainless
“S S RS Res VALVE C/W 1ISO5211 PAD

ZSBV-4003T3

CC AT
| A

@ 1000PSI/PN63

@ Reduce Port

@ Investment Casting

@ Blow-out proof Stem

1505211 Mounting Pad

®PED97/23/PE (CE0O35) Approved

@ Anti-Static deviceloption)

€L or T Port Option

@4 Sests For Rigid Ball Supporting

@ Thread: ASME B1.20.1 BS21.DIN2999/259, 1SO228-1,
JIS B 0203, 1SO7/1

@ Inspection Testing: API598, EN12266

| ITEM DESIGNATION | QTY | MATERIAL
1 BODY 1 CF8/CF8M
2 CAP(1) 2 CF8/CF8M T
3 CAP(2) 1 CF8/CF8M
4 BALL 1 | CF8/CF8M
5 BALL SEAT 4 RPTFE
6 STEM 1 304/316
7 THUST WASHER 1 PTFE
8 STEM PACKING 1 PTFE
9 | GLANDNUT 1 304
10 | SPRING WASHER 2 | 304
1 | NUT 2 304
12 HANDLE COVER 1 PVC
13 HANDLE 1 304/316
14 WASHER 1 304
15 THRUST WASHER 1 304
16 O-RING 1 VITON
17 JOINT GASKET 1 PTFE
sizé | oD w £2 | L2 H 8.807 | Efl | Isos211 | H1
1/4° 9 139 79 64 73 9 @ F04/03 42
38 | 11 | 139 | 7 | e | 73 9 | 9 | Fo4/03 | 42
1/2" 125 139 79 64 73 9 9 F04/03 42
ya | 16 | 1% | 8 | e | 8 | 9 | 9 | Fo4/03 | 49
7 20 160 104 82 95 11 11 FO5/04 | 595
11/4° | 25 | 160 | 120 | 90 | 98 11 | 11 | Fos5/04 | 63
112 32 | 18 126 | 106 110 14 | 14 | F07/05 @ 735
2 | 38 | 18 | 147 | 123 119 4 | 14 | F07/05 | 828
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1PC WAFER BALL VALVE

zszspipb Stainless

ZSBV-1001WB

FEATURES

@ PN16/PN40

@ Full Port

@ Investment Casting

@ Blow-out proof Stem

@ PED97/23/PE (CE0035) Approved
@ Casting Approved AD2000-WO0
@ Anti-Static device(option)

@ Design: EN12516

@ End Flange: DIN2542-DIN2545
@ Inspection Testing: AP1598, EN12266

ITEM DESIGNATION QTY | MATERIAL

1 HANDLE SLEEVE 1 PVC

2 HANDLE 1 304

3 STOP BLOCK 1 304

4 STEM NUT 2 304

5 SPRING WASHER 2 304

6 STEM RING 1 304

7 STEM PACKING 2 PTFE

8 STEM 1 304/316

9 THRUST WASHER 1 PTFE

10 CAP 1 CF8/CF8M

11 BALL 1 CF8/CF8M

12 BALL SEAT 2 RPTFE

13 JOINT GASKET 1 PTFE

14 BODY 1 CF8/CF8M

e DN80-DN100

sze | oA | o8 | oc | oD  E | H | W | L | UK [1505211 presieecss
DN15 = 45 65 90 15 37 | 70 120 2 |[4M12 FO3
'DN20 @ 58 | 75 105 @ 20 40 | 73 | 120 2 | 4-M12| FO3

DN25 | 68 85 | 115 25 43 78 165 2 [4-M12| Fo4
'DN32 | 78 | 100 | 140 | 32 = 51 | 8 | 165 3 | 4-M16 | FO4 = PN40
DN40 88 | 110 | 150 38 63 | 92 | 200 3 |4-M16 FOS
'DN50 | 102 | 125 | 165 = 50 | 81 | 100 | 200 3 | 4-M16  FO5
 DN65 = 122 | 145 | 185 | 64 101 | 140 | 240 3 |4M16 FO7 |

DN80 138 | 160 | 200 | 8 118 | 150 | 240 3 [8M16| FO7 | PN16
DN100 | 158 | 180 | 220 & 97 150 | 170 | 265 3 |8Mi6 F10
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zszoepipblsobgisnless 1PC WAFER FLANGED BALL
VALVE C/W ISO MOUNT

ZSBV- 1001WBM

FEA e

®PN16 @ Full Port

#Investment Casting € Blow-out proof Stem
41505211 Mounting Pad

@ Locking Device Handle(Option)

4 PED97/23/PE (CEO035) Approved

@ Anti-Static deviceloption) € Design: EN12516

®tnd Flange: DIN2501
@ Inspection Testing: API598, EN12266

' TTEM | DESIGNATION MATERIAL ™ w -
1 BODY CF8/CF8M =
2 | CAP CF8/CF8M
(3 BALL CF8/CF8M
4 SEAL RPTFE
5 STEM 304
6 STEM PACKING PTFE
7 O-RING NBR
8 STEM SEAT PTFE
9 GLAND 304
10 SPRING WASHER 301
11 NUT 304
12 WASHER 304
13 HANDLE SLEEVE PVC
14 HANDLE 304
15 LOCKING 304
16 BOLT 304
17 BOLT NUT 304
18 BOLT WASHER 304
19 BODY PACKING PTFE
sze | D | P A | B N-H w | H L 1SO5211
DNI5 | 15 | 9 | 36 | 4 4M12 | 140 | 78 42 | F04/03
DN20 | 20 | 9 | 36 | 42 4M12 @ 140 @ 84 44  F04/03
DN25 25 11 42 50 4-M12 152 93 50 F04/03
DN32 | 32 11 42 | 50 4-M16 | 152 | 105 60 F04/03 |
DN4O | 38 = 14 | 50 70 | 4-M16 | 188 | 112 = 65  FO5/04 |
DNSO | 50 | 14 = 50 | 70 4-M16 | 188 | 120 80 | F05/04
DN65 & 65 17 70 | 102 4-M16 | 230 | 145 113 F07/05
DN | 76 17 70 | 102 8-M16 | 230 | 155 120  F07/05
DN100 94 22 102 102 8-M16 230 189 154 F10
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E 4Tk 0N S

zszoenibh Stainless

ZSBV- 1003DWB

FEATURES

®PN16 Full Port

@ Investment Casting

@ Blow out- Proof Stem design

1505211 Mounting Pad Antistatic device
®PEDY7/23/EC (CE0035) Approved

® Design:EN12516

@ ind Flange:DIN2543

@ Inspection Testing:EN12266

1PC DIN WAFER BALL

VALVE

| TTEM | DESIGNATION | ITEM MATERIAL
1 CAP 1 CF8M/CF8
|2 CASKET 1 PTFE
3 BODY 1 CF8M/CF8
4 BALL 1 316
5 SEAT 1 RPTFE
6 STEM | 1 | 316/304
7 THRUSH WASHER | 1 PTFE
8 OTNG | 1 VITON
9 PACKING 1 PTFE
| 10 | PIKG | 1 304
| 11 BELLEVLLEWASHER 1 | 301
| 12 | NUT 1| 304
13 NUT STOPPER 1 304
ETa LOCK DEVICE 1 304
15 HANDLE 1 304
| 16 | SLEEVE 1 304
17 | FACKSCREW 1 | 304
I 18 BOLT 16 304
19 PLASTICCOVER | 2 PLSTIC
20 STOP PLATE 2 304
b= 4 | L [ b [ o1 | bz b |
5 125 195 250 @210 188 @ 22
| & | 150 | 225 | 285 | 20 | 212 | 22

www.zenithstainlesssolutions.com

N
|
|
|
|
|
|
|
l
|
1 |
|
|

41;

| m | w| clzm
3 | 228 | 600 | 22 8-M16
3 | 246 | 600 | 22 | 8-M20 |
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I BALL VALVE

ZSBV- 1002AFB

[ )

z Zenith Stainless 1PC ANSI FLANGED

FEATI
@ Investment casting

@ Blow out- Proof Stem design

@ Antistatic device

@ Flange RF end: ASME B 16.5

@ Face to face: ASME B 16.10

@ Pressure testing: API598
®Working Pressure: 250PS!
®Class: ANSI 150

@ Temperature range; -20°C-180%

ITEM DESIGNATION ~ ITEM  MATERIAL

1 | BODY [ 1 CF8M/CF8

2 BALL 1 CF8M/CF8

3 STEM 1 316/304

4 INSERT 1 316/304 ,

5 SEAT 1 RPTFE . |

6 SEAT 2 RPTFE ﬁ\\\\ it i |

7 PACKING 1 PTFE 3 3 \\N_

8 GLAND 1 304 . B S == Sl \\

9 HANDLE 1 304 e =T

10 STOP PLATE 1 304 = o N I J"“‘”

11 SNAP RING 2 304 " S eSS

12 BOLT 2 304 s . =il

13 THRUSH WASHER 1 PIFE N we .

14 O-TING 1 VITON L g 4l

= Jeorr| L [ e [0 [ e [ s [t [T [FrM[N]«k][bD]

1/2" 125 | 108 | 1295 | 701 | 89 | e0o5 | 35 | 122 | 2 4 % | 3 | 15
34" | 16 | 117 | 1295 705 | 98 | 70 | 43 | 127 | 2 4 % | 36 | 20
1" | 20 | 127 1308 799 | 108 | 795 51 | 12 2 4 16 | 45 | 25
120 | 325 165 163 9 | 127 | 985 | 73 148 | 2 4 | 18 | s0 | 38
2 | 38 | 178 202 .130.4: 152 | 1205 97 | 165 | 2 4 19 | 70 | 46
21/2° | 50 | 190 | 202 | 1379 | 178 | 1395 105 & 18 2 4 19 | 70 | 65
3 | 58 | 203 | 3235 1593 190 | 1525 127 | 195 | 2 4 19 | 102 | 78
4 | 80 | 229 3235 | 1823 | 229 | 1905 163 | 243 | 2 4 19 | 102 9
6" 115 | 267 | 7525 2416 279 | 2415 216 | 254 | 2 4 22 | 125 | 150
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Zngipblgbginless 2PC ANSI FLANGED BALL
VALVE

ZSBV- 2001AFB

@ ANSI CLASS150

@ Full Port

@ Investment Casting

@ Blow-out proof Stem

@ PED97/23/PE (CED035) Approved
@ Casting Approved AD2000-W0
@ Anti-Static device(option)

@ Design: ASME B16.34

@ End Flange:ASME B16.5

@ Inspection Testing: API1598

-

| IE DESIGNATION Qry MATERIALS
1 BODY 1 CF8/CF8M
2 CAP 1 CF8/CF8M
3 BALL 1 CF8/CF8M
4 BALL SEAT g RPTFE
5 JOINT GASKET 3 PTFE
6 STEM 1 304/316
7 THRUST WASHER 1 PTFE
8 STEM PACKING 1 PTFE
9 STOPPER 1 304
10 HANDLE 1 304
11 NUT 2 304
12-1 BOLT 1 304
12-2 PIN 1 304 N
13 |  STEMRING g 304 Peagy - VEr |
14 BELLEVILLE WASHER 2 304 v ﬂ [Y
15 HANDLE SLEEVE 1 PVC X1.#
16 BOLT 4-8 304
Sz | od | ChAS 130 L H HL | w X i |
| " | e | k | © [ B8 | B | "~ | | -
1/2" 15 8.2 10.7 88 10.2 4 108 | 265 | 1645 | 130 42 M5
3/4" 20 9.5 12 | 97 162 4 1171 | 301 17.2 130 42 | M5 |
3 25 | 105 | 13 | 107 | 162 4 127 | 3525 | 233 160 50 | M6
1-1/4" | 32 | 115 | 14 | 115 | 162 4 140 | 408 | 233 160 50 @ M6
1-1/2" | 38 125 16 125 | 162 4 166 48 302 | 200 70 M8
Z 50 14 | 175 | 1505 | 193 4 178 | 565 | 302 | 200 | 70 | M8
2-1/2° | 65 168 203 | 176 | 193 4 190 | 745 | 297 220 70 | M8
3" 80 177 21 | 1885 | 193 4 203 86 396 | 260 | 102 | M10
4" 100 | 175 | 21 | 227 | 193 8 229 |107.75 | 381 260 | 102 = MI10
5 125 | 20 | 23 | 252 | 22 8 356 | 133.25 : = 125 | MI12
6" 150 21 24 277 22 8 394 | 15275 s | = 125 = MI12
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ZZepmb Stainless  2PC ANSI FLANGED BALL
VALVE C/W ISO MOUNT

ZSBV- 2001ABM

ATURES
® ANSI CLASS150
@ Full Port
® Investment Casting
@ Blow-out proof Stem
41505211 Mounting Pad
®PED97/23/PE (CEOO35) Approved
@ Anti-Static device(option)
@ Design: ASME B16.34
@®End Flange:ASME B16.5
@ inspection Testing: API598

ITEM DESIGNATION | MATERIAL |

1 BODY CF8/CF8M w
2 CAP , CF8/CF8M . 10 1112 13| 14 15 16
3 BALL _ CF8/CF8M 9 M N
4| BALL SEAT [ RPTFE
5 STEM [ 304/316
6 THRUST WASHER | PTFE
7 O-RING . NBR
8 V-RING PACKING | PTFE
9 GLAND [ 304
10 | BELIEVLLE WASHER | 301
11 | NUT , 304
12| WASHER [ 304
13 HANDLE , 304
14 | STOP BOLT [ 304
15 NUT 304
16 WASHER i 304 1
57 | HANDLE [ 304 .
18  HANDLE SLEEVE | PVC
19 LOCKING _ 304 \ ;
20 | BODY GASKET | PTFE ' ) ; 8 D
21 | NUT [ 304 . T ey
2 | BOLT ' 304 | \JIzAN <27 | D N
23 TRIANGLE STOPPER | 304 _ e ALY 4-RA2 ¥ '%’bez
24  HANDLE ADAPTER | 304 ‘ 23 ~ 24 25\26 '
25 SET SCREWED 304
% | TANDLE ‘ 304 DN125-DN150
27 HANDLE SLEEVE PVC
sZE|od [ L | T | f [p1 [ D2 | D3] lodi|HL [H2 H (w ]| K | P Al A2]|B1]| B2

1/2"| 15 (108 | 9.7 | 16 89 605| 35 | 4 | 16 [483| 8 80 /140 | M12x15 9 3 3 | 36 | 42
3/4"| 20 117 |105) 16 (986 70 | 43 | 4 | 16 | 53 | 8 85 |140 | M12x15 | 9 | 3 | 3 | 36 | 42
1" | 25 [ 127 [11.2] 16 | 108 [ 79.2| 51 16 |585 11 95 160  M14x15 11 | 3 35 | 42 | 50
11/4” 32 | 140 127 16 | 117 889635 16 | 71 | 11 108 | 160 | M14x15 11 3 35| 42 | 50

n
4
4
4
4 |
11/2" 38 | 165 | 147 125 (984732 4 16 76 | 14 114 |185 | M18x15 14 35 45|50 | 70
4
4
4
8
8
8

2
2" | 50 [178 [163] 2 150 1207| 92 | 4 | 19 [845| 14 | 124 185 | M18x15 | 14 35 45| 50 | 70
21/2 65 | 190 (179 2 | 180 139.7/1047 4 | 19 (1015 17 148 230 | M22x15 17 45 55| 70 | 102
3* | 76 | 203195, 2 |190 1524|127 | 19 1115 17 | 158 | 230 | M22x15 | 17 45 55 | 70 | 102
4" 1100 | 229 |243| 2 | 230 190.5/157.2| 19 [ 141 22 191 230 | M28x2 | 22 MI10 102 |
2 1224160 | 405 242 500 | M36x2 | 27 MI12. 125 |
2 1224|184 (405 270 (800 @ M36x2 | 27 MI2 125 |

5° 120 | 356 | 24 | 254 | 216 | 186 |
6" | 150 | 394 | 254 279.4241.3] 216
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2PC DIN FLANGED BALL VALVE

& W Tk Q0N S

zszoenibh Stainless

ZSBV- 2003DB
EATURI

@ DIN PN16-40

@ Full Port

@ Investment Casting

@ Blow-out proof Stem

@ Locking Device Handle{Option)

@ PED97/23/PE (CEO035) Approved

@ Anti-Static device(option)

@ Design:DIN3357,En12516

@®End Flange: DIN2501,PN10-40

®Face to Face: DIN3202-F4

@ Inspection Testing: DIN3230/3, EN12266

. MATERIAL W

ITEM  DESIGNATION | QTY |

1 BODY 1 14408/1.4308

2 CAP 1 1.4408/1.4308 12 13

3 BALL 1 1.4408/1.4308 ’ ’

4 BALL SEAT | 2 | RPTFE_ |

5 STEM 1 304/316

6 BODYGASKET 1 PTFE

7 STEM PACKING 1 PTFE

8 V-RING PACKING 1 PTFE

a GLAND 1 304

10 NUT 2 304

11 STOP PIN 1 304

12 "HANDLE | 1 304

13 HANDLE SLEEVE 1 PVC

14 | NUT 48 304

15 | BOLT 48 304
SZe| d [ B [H [W [ L [D3[D2[DL[ T [ f [dl][ N[ J [ML [sormmes]
1/2° 15 [ 11 [ 80 [160 [115 [ 45 [ 65 [ 95 [ 16 | 2 [ 14 | 4 [ 42 [MS | 4
3/4°| 20 | 11 [ 90 [160 [120 | 58 | 75 [105| 18 | 2 | 14 | 4 | 42 [ M5 | 4

1" | 25 14 | 95 160 | 125 | 68 | 85 (115 | 18 | 2 14 | 4 50 (M6 4 PN16
1-1/4” 32 14 105 160 | 130 | 78 | 100 | 140 18 | 2 18 | 4 50 | M6 4 PNA40
1-1/2" 38 17 110 220 140 88 110 (150 18 A 3 18 =4 70 M8 4

2* | 50 | 17 [118 | 220 (150 [102 [ 125 [165| 18 | 3 |18 | 4 | 70 [M8 | 4
2-1/2" 65 17 1136 220 170 122 | 145 185 18 3 18 8 70 M8 6

3" | 76 22 | 158 320 180 | 138 | 160 1 200 20 | 3 18 | 8 | 102 M10 6 PN16
4 | 94 22 | 178 320 | 190 | 158 | 180 | 220 20 | 3 18 | 8 | 102 |M10| 8
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™ - rich St 2PC DIN FLANGED BALL VALVE
Zenith Stainless
&g o N C/W 1SO MOUNT PAD

ZSBV- 2003DBM
FEATURES

¢ DIN PN16-40

@ Full Port

@ Investment Casting

@ Blow-out proof Stem

€1S05211 Mounting Pad

@ PEDY7/23/PE (CEO035) Approved

@ Anti-Static device(option)

@ Design:DIN3357,En12516

@ End Flange: DIN2501,PN10-40

@ Face to Face: DIN3202-F4(DN15-DN100)
@ nspection Testing: DIN3230/3, EN12266

ITEM  DESIGNATION | QTY | MATERIAL | \
|1 BODY 1 | 14408/1.4308
| 2 | CAP 1 | 1.4408/1.4308
3 BALL 1 | 1.4408/1.4308
4 BALL SEAT 2 | RPTFE | w
5 STEM 1 304/316 —_
6 THRUST WASHER 1 | prRE i
7 O-RING 1 VITON .1 8 724
8 V-RING PACKING 1 | PTFE 9.
9 GLAND | 1 | 304 —
10 | BELIEVILLEWASHER | 2 | 301 8 we ol e
1 NUT 2| 304 £
12 THRUST WASHER 1 | 304 | = N
13 WASHER 1| 304 4 g5
14 STOP PIN 1 | 304 3~
15 HANDLE 1 | 304 - ,
16 HANDLESLEEVE 1 |  PVC 1- !
17  BODYGASKET 1 |  PTFE
18 NUT 48 | 304 ‘
19 BOLT 4-8 304 |

f N  Hl  H2 ISO5211
2 4 48 8 | F04/03
2 4 53 | 8 | F04/03
, ‘ | 14 [95 [160 [125 | 68 | 85 [115| 18 | 2 | | 4 | 58 | 11 | F05/04 PN16
1-1/4" 32 | 14 | 105 | 160 | 130 78 100 140 | 18 | 2 | 18 | 4 | 71 | 11 | F0O5/04 PN40
3 4
3 4
3 8
3 8
3 8

11 | 80 | 140 | 115 45 65 95 | 16

'size[ d [ B [H [W] L [p3[D2|[D1] T |
!
|11 | 95 | 140 | 120 58 | 75 105 18
i

1-1/2° 38 | 17 | 114 | 190 | 140 88 110 150 | 18 76 | 14 | F07/05
2" | 50 | 17 | 124 | 190 | 150 102 125 | 165 | 18 85 | 14 | F07/05

2-1/2" 65 | 17 | 148 | 230 | 170 122 | 145 185 | 18 101 | 17 | F10/07
3" | 76 | 22 | 158 | 230 180 138 160 200 | 20 1115 17 | F10/07 PN16
4" 100 | 22 | 190 | 320 | 190 158 180 A 220 | 20 141 | 22 | F12/10

www.zenithstainlesssolutions.com @ Email: sales@zenithstainlesssolutions.com



mailto:sales@zenithstainlesssolutions.com
http://www.zenithstainlesssolutions.com/

I N S

ZZembh Stainless

ZSBV-2003DBM

FEATURES

@ Investment Casting for the body and cap
@ Fire-safe design

@ langed ends: DIN2543

®Face 10 Face: DIN3202-F5

€SO 5211 mounting pad

@ Pressure rating: PN16

@ Working pressure: -25T +180°C

& Material: CF8M, CF8, WCB

2PC DIN FLANGED BALL VALVE
C/W DIRECT ISO MOUNT PAD

www.zenithstainlesssolutions.com

ITEM DESIGNATION | ITEM MATERIAL
1 CAP 1 CF8M/CF8 B
2 BOLT 4(8.12) 304 | i S
3 BODY GASKET 1 PTFE | if :
4 BODY 1 CF8M/CF8 s
; BALL 1 316/304 P ‘
6 | BALLSEAT | 2 RPTFE | -
7 STEM 1 316/304 b o ul
8 THRUSH WASHER | 1 PTFE | o
9 O-TING 1 VITON l
10 STEM PACKING 1 PIFE | |
1 PACKING RING 1 304 :
12 BELLEYLLE WASHER | 2 301 ’
13 NUT 1 304
14 NUT STOPPER 1 304 300 =
15 PLATE WASHER 1 304 - 0 ::
16 LOCK DEVICE 1 304 E . 2
17 SLEEVE 1 304 | = 20 =
18 JACKSCREW 2 | 304 | g — 4, &
19 HANDLE 1 CALVANIZED PIPE X
20 pLAST[C COVER 1 PVC -13 100 200 300 400 5009
21 STOP PIN 2 304 TEMPERATURE
=] ¢ [t [ o [oa o2 | ¢ [n]w |z-0d1 | N*M 1505211
5" 125 | 325 | 250 | 210 | 188 @ 22 3 | 28 | 600 22 8018 200 Fl0/12
| e 150 | 350 | 285 | 240 | 212 @ 22 3 ] 246 | 600 @ 22 | 8-022 \ 300 | F10/12
8" 200 | 400 | 340 | 295 | 268 24 3 | 310 | 80 @ 27 12-022| 400 | F12/14
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2PC JIS FLANGED BALL VALVE

2 Zerion Steiness

ZSBV- 2002JBFM

—— ——— W W
EATURE

€IS 10K

@ ull Pont

@ Investment Casting

4 BLOW-OUT Proof Stem

41505211 Mounting Pad

@ PEDS7/23/EC (CEDD35) Approves

@ Casting Approved AD2000-WO

@ Design: |IS B2002

@®End Flange: |IS B2238

@ Inspection Testing: JIS B2003 AP1598

(ITEM | DESIGNATION | QTY | MATERIAL

1| BODY 1  [SCS13A/SCS14A
CAP 1 |SCS13A/SCS14A

3 __BALL | 1 | SUS304/316

4 BALL SEAT 1 PTFE 2

5 | STEM 1 SUS304 5

6 | STEM PACKING 1 PTFE 18

7 “O-RING 1 NBR 5

8 V-RING PACKING 1 PTFE 2

g | GALND 1 SUS304 3

10 | BODY GASKET 1 _PTFE 2

1 | NUT 4-8 SUS304 1 2
7| BOLT 4-8 SUS304

13 GLAND 1 SUS304 !

: 1ISO-5211

14 | STOPPER B SUS304

15 SNAPPING 1 | sUs304

16 HANDLE 1 | sus3o4
(S]] 4 | E [ |W | @]e [&a]x | £ ]88 [% ] |
/2" | 15 | 108 | 70 | 130 | 51 | 70 | 95 | 12 1 15 | 4 42

4 | 20 117 76 | 130 | S6 | 75 | 100 14 1 15 | 4 42
1" | 25 127 8 | 160 | 67 | 90 | 125 14 1 19 4 50 | 11
1-1/4"| 32 | 140 91 | 160 | 76 | 100 | 135 16 2 19 | 4 0 | 1
1-1/2°| 38 165 119 | 200 | 8 | 105 | 140 16 2 19 4 70 14

2 | S0 | 178 | 127 | 200 | 96 | 120 | ‘155 | 16 2 19 | 4 70 | 14
2-1/2"| 65 150 136 | 200 | 116 | 140 | 175 18 = 2 | 19 4 | 102 | 17

3 | 76 | 203 | 164 | 325 | 126 | 150 | 185 @ 18 2 19 | 8 | 102 17

4 | 100 229 | 178 | 325 | 151 | 175 | 210 @18 2 19 8 | 102 22
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2PC JIS FLANGED BALL VALVE

zszoe'niyb Stainless

ZSBV- 2002JBVM

FEATURES

@IS 10K

@ [nvestment casting

@ Fire safe design Antistatic Deveice

@ Cavity presure blance structure

@ Design standard: ASME B16.34 API 6D APl 608
@ Structure length: |IS B2002

#Flange end: JIS B2220

@ Fire safe test: AIP 607 1SO 10497

@ Inspection and test: JIS B202 API 598

ITEM DESIGNATION ITEM MATERIAL

1 BODY 1 CF8M/CF8

2 STEM PACKING 1 PTFE

3 GLAND 1 304

4 GLAND BOLT 2 304

5 SANP RING 1 316/304

6 STEM 1 304

7 HANDLE 1 304

8 STOPER 1 304

9 | THRUSHWASHER 1 PrFE

10 BALL SEAT 2 R-PTFE

11 CAP 1 CF8M/CF8

12 BOLT 6-8 304

13 BODY GASKET | 1 PTFE

14 BALL | 1 | 316/304

=] d [ L [ oo [o2] b [ ¢ [zed] W [w |
5" 125 35 254 | 216 | 18 24 | 2  8-018 260 = 600
6" 150 | 394 279 | 2415 | 216 | 26 | 2 | 8018 350 600
8" 200 457 343 2085 | 270 @ 29 | 2 | 818 500 800
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™ orioh Soa 2PC JIS FLANGED BALL VALVE
Zenith Stainless
& C T C/W ISO MOUNTING PLATE

ZSBV- 2002JBFM

EATLUKE
®)1S 10K
®iull Port
@ Investment Casting
€ BLOW-OUT Proof Stem
41505211 Mounting Pad
®PED97/23/EC (CEO035) Approves
@ Casting Approved AD2000-WO
@ Design: JIS B2002
®End Flange: IS B2238
@ Inspection Testing: ]IS B2003 API598

EM | DESIGNATION | QTY | MATERIAL
1 BODY 1 14408/1.4308
2 CAP \ 1 1.4408/1.4308
3 BALL | 1 | 1.4408/1.4308 : w ;
4 BALL SEAT |2 | piFE 15 16
5 STEM | 1 SUS304 -y - -
6 STEMPACKING | 1 PTFE 10
Z . NER g
8 V-RING PACKING | 1 PTFE 8 =
|8 | oWEMBNG | 1 | A |
10 | BELEVILLEWASHER | 2 5US301 s
11 NUT 2 | SUSsad | s |
12 THRUST WASHER | 1 SUS304 4 ~
13 | WASHER I SUS304 3 - B
14 | STOP PIN [ susa4 | 2 ber , i
15 | HANDLE I SUS304 3 g ! ’
16 | PLASTICCOVER | 1 PLASTIC T AIE VT
17 | BODY GASKET 1 PTFE =5 L zl | :
18| NUT | 48 sUS304 )
19 BOLT | 4-8 SUS304
|sizé| & [ L | H [H1|[H2 |[wW [D3|[D2|[D2 | T [ f M| N[P]| PL | B |
|3/2°| 15 |108 [ 80 | 48 | 9 [130 [ 51 [ 70 |95 [ 12 | 1 |15 | 4 [42 [ 36 | 9
34"] 20 (117 [ 85 | 53 | 9 [130 | 56 | 75 [100[ 14 [ 1 |15 [ 4 [42 | 36 | 9
| 17 | 25 [127 [100 [ 64 | 11 [160 [ 67 [ 90 [125 [ 14 [ 1 |19 | 4 [50 | 42 | 11
1-1/47 32 | 140 (108 | 71 | 11 [160 | 76 | 100|135 | 16 | 2 [ 19 | 4 [ 50 | 42 | 1
11727 38 | 165 (114 | 76 | 14 (200 | 81 | 105|140 | 16 | 2 | 19 | 4 [ 70 | S0 | 14
2" | 50 [178 [124 [ 85 | 14 [200 [ 96 [120|155| 26 | 2 [ 19| 4 [70 | 50 | 14
2-1/2" 65 | 190 [ 148 (102 | 17 [200 | 116 | 140 | 175 | 18 | 2 | 19 | 4 |102| 70 | 17
3" | 76 203|158 [112 ] 17 |325 [126 [150 185 | 18 | 2 [ 19 | 8 |102| 70 | 137
4 11200 | 229 [189 141 | 22 [325 [151 (175|210 | 18 | 2 | 19 | 8 [102]| — 22
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3PC DIN FLANGED BALL VALVE

& W Tk Q0N S

zszoenibh Stainless

ZSBV- 3001DFB

FEA i

€ DIN PN16-40

@ Full Port

# Investment Casting

@ Blow-out proof Stem

@ PEDI7/23/PE (CEO035) Approved

@ Anti-Static device(option)

@ Design:DIN3357,En12516

®End Flange: DIN2501,PN10-40

@ Face to Face: DIN3202-F1(DN15-DN100)
@ Inspection Testing: DIN3230/3, EN12266

'MATERIAL ;

G ~ DESIGNATION | Q1Y
1 HANDLE SLEEVE 1 PVC
2 HANDLE 1 304 L
3 GLAND NUT 1 304 | & I B 2 % 2 A
4 STEN NUT 1 304 9
5 | STEM WASHER 1 304 10 g % K el = =
6 STEM PACKING 1 PTFE WA\ \ i 47 [/
7 THRUST WASHER 1 PTFE ' 1 -k (16 7 W
8 JOINT GASKET 2 PTFE ‘ A ARG L T
9 END CAP 2 CF8/CF8M —_— =4 |
10 BOLT - 4(6) 304 | I | - — o5
11 | NUT | 8(12) 304 SUUSI) | Ve | WU et
12 SPRING WASHER | 8(12) 304 =1 = Y=y IR
13 BODY | T CF8/CF8M —
14 | BALLSEAT 2 | RPTFE ! /1 T\ H
15 | BALL 1 CF8/CF8M N/ 2 15/ 14/13/ 12/ \11
16 STEM 1 304/316 b L J
17 LOCKING DEVICE 1 304
sze . o | L | H | w Do k|6 [ W]
|12 | 15 [ 130 | 55 | 103 [ 95 | 65 | 45 | 14/4 | T
3/4" 20 | 150 @ 61 | 103 | 105 | 75 | 58 | 14/4 | .
1" | 25 | 160 | 61 | 135 | 115 | 8 | 68 | 14/4 | 800 o
1-1/4" 32 | 180 | 78 | 135 | 140 | 100 | 78 | 18/4 | g [2X 5
1-1/2 40 | 200 90 | 190 | 150 | 110 | 8 | 18/4 | 2 m
> 50 230 97 190 | 165 | 125 | 102 | 18/4 | &* s N 0 2
' ' | 18/4 | B2 B AN W
-/ 64 | 200 | 143 | 310 | 185 | M5 | 122 o i 10 &
1 { 1 I | { | | 0 100 200 300 400 500 F
3 76 | 310 152 | 310 | 200 | 160 | 138 | 18/8 | g e e s e
220 | 180 | 158 | 18/8 | TEMPERATURE

4" 7 4
100 350 @ 18 0 535 | 100 | 162 | 22/8

1/2-2=PN40 2 1/2-4=PN16/PN40
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3PC DIN FLANGED BALL VALVE
C/W ISO MOUNTING PAD

zszsr'ipb Stainless

ZSBV- 3001DM

ATURI
@®DIN PN16-40 @ Full Port
®lnvestment Casting @ Blow-out proof Stem
41505211 Mounting Pad
@ PED97/23/PE (CE0035) Approved
@ Anti-Static device(option)
@ Design:DIN3357,En12516
®End Flange: DIN2501
@ Face to Face: DIN3202-F1{DN15-DN100)
@ Inspection Testing: DIN3230/3, EN12266

| ITEM DESIGNATION | QTY | MATERIAL |
1 BODY 1 CF8/CF8M 14_
2 1 CAP 2 CF8/CF8M 13
3 BALL 1 CF8/CF8M 12
4 BALL SEAT | 2 | RPTFE 3
5 STEM 1 304/316 9
6 THRUSTWASHER | 1 | 304 8
7 O-RING .1 | VITON é ;
8 SPRING WASHER | 4(6) | 304 -
G BOLT NUT 4(6) 304 3
10 STEM PACKING = 1 PTFE 3
11 RING 1 304 L
12 | BELIEVILLE WASHER 1 301
13 LOCKWASHER 1 | 301
14 STOP PIN _ 1 304
15 HANDLE NUT 1 304 | g 18 AT
16 HANDLE 1 304 | — CRr—ri—
17 | HANDLESLEEVE | 1 | PVC
18 | WASHER | 304
19 | BOLT 4(6) 304
[sze [ o [ + [ 0 [ w [ o1 | « G | UN [1sos211
1/2" 15 130 40 140 95 65 45 14/4  F04/03 B o i
3/ | 20 | 150 | 47 | 140 | 105 | 75 | 58 | 14/4 |F04/03 | "0 — | |7
1" | 25 | 160 | 57 | 160 | 115 | 8 | 68 | 14/4 | F05/04 | g0 | —|— |} %
1-1/4" | 32 | 180 | 62 | 160 | 140 | 100 | 78  18/4 FO5/04 ,  izE g
1-1/2" | 38 | 200 77 | 180 | 150 | 110 | 8  18/4 F07/05 N o
2" 50 | 230 86 180 | 165 | 125 | 102  18/4  FO7/05 240 TN\ 3
T T T T e ————] 1 18/4 T = -3200 2124 %440%
2-1/2' | 64 | 290 | 108 | 300 | 185 | 145 | 122 — oo Fl0/07 B T ONN w0 €
3 | 76 | 310 | 115 | 300 = 200 = 160 | 138  18/8  F10/07 061026 21‘;‘:) f:g 2‘;%"22‘;0 i
4" 100 350 133 400 o A W F12/10 TEARERATNE

235 190 162 22/8
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3WAY FLANGED BALL VALVE

£ N Tk OIS

zszoenibh Stainless

ZSBV- 4007DFM
FEATURES
@ Three way L/1
@ investment casting
Anfistatic Deveice
@ Valve design allows 360 degreerotation, positive location is available at 90
degree increment
€150 5211 mounting pad locking device
@ Wall thicknes: ASME/ANSI B 16,34
@ flange dimensions: B 16.5 150
@ Pressure test according to APl 598
@ Pressure: PN16/40, class 150

| ITEM | DESIGNATION ITEM  MATERIAL - o
1 BODY 1 CF8M/CF8 =
2 BALL 1 CF8M/CF8 I, 1B 2L
3 STEM 1 316/304 | T s LT
4 AP 3 CF8M/CF8 S E—
5 SEAT 3 RPTFE L e v L
6 SEAT 4 RPTFE ' l | : t
7 THRUSH WASHER 1 PTFE ; .
8 PACKING 1 PTFE | L
9 BUSH 1 304 | O
10 HANDLE 1| 304 2 | s
11 HANDLE COVER 1 | VITONGRIP o o -
12 STEM NUT 1 304 @
13 HANDLE NUT 1 304 @ /4
14 | LOCKING 1 304 @ B i
15 | BELLEYLLEWASHER | 2 304 o
16 TAB WASHER 1 304 , i
17 O-RING 1 VITON / / (/ +
18 BADY BOLT 4 304 ©) CLL ®® T
2= lrorr] L | e[ w[m[m]ec | s 1] 1]F |wonk [ 2]z
1/2" 16 158 133 89 | 9 50 | 95 | 65 | 45 16 @2 |4®14 42 | - 6 | -
34° | 20 169 1785 98 | 95 595 105 | 75 | 58 18 2 4014 S0 | - 7 | -
1” 25 | 185 1785 102 | 11 | 635 | 115 | 85 | 68 | 18 | 2 |4*®14| S0 | - | 7 | -
11/4 | 32 | 195 230 1185|152 795|140 | 100 | 78 18 2 4'¢18 70 |50 9 | 7
1172 | 38 | 232 | 230 127 | 143 88 | 150 [ 110 | 88 18 | 2 4*®18 70 |50 9 | 7
|2 | 50 250 250 139 | 178 105 | 165 | 125 | 102 20 @2 |4'018 102 | 70 11 | 9
21/2' | 65 | 270 250 1173 175 1657| 185 | 145 | 122 18 2 4018 102 | 70 11 | 9
3 | 76 2022 250 170 175 | 128 200 | 160 | 138 20 2 80018 102 | 70 11 ] 9
4" 100 | 360 300 230 | 23 165 | 220 | 180 | 158 20 2 (8018 125 | 102 13 | 11
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4 WAY FLANGED BALL VALVE

& U Tk OON S

'zszoenibh Stainless

ZSBV-4008DFM

FEATURES

®Four way UT

@ Investment casting
Antistatic Deveice

@ Valve design allows 360 degreerotation, positive location is available at 90
degree increment

€150 5211 mounting pad locking device

@ Wall thicknes: ASME/ANSI B 16.34

@ Flange dimensions: B 16.5 150

@ Pressure test according to APl 598

@ Pressure: PN16/40, class 150

| MEM DESIGNATION TEM | MATERIAL
1 BODY 1 CF8M/CF8
2 BALL 1 CFBM/CF8
3 STEM 1 316/304
4 CcAP 3 | cram/crs
5 SEAT 3 | RPTFE
6 SEAT a | ReTRE ‘
7 THRUSH WASHER 1| PTHE 9 o |
8 PACKING | 1 PTFE S v
9 BUSH 1 304 C g X :
i g | 1 | M | g % R
10 HANDLE 1 | 304 G | L@ i
11 HANDLE COVER 1 VITON GRIP ”%T/ vE % B l
12 STEM NUT 1 304 Tt C} S B
13 HANDLE NUT 1 304 o s Ay L [
14 LOCKING 1 304 @ Y e M = ’[ﬁ‘
15  BELLEYLLE WASHER 2 304 W IININE-=
16 TAB WASHER 1 304 g & 5fg T
17 O-RING 1 VITON :
18 BODY BOLT 4 316/304
‘”R*\SEE_J PORT[ | E ] H |H1 i He| 6 | ) ] I T ] F |M*¢N§ K [ KL |
y2* | 16 | 158[1865 8 | 9 | 478| 95 65 | 45 | 16 & 2 |4'014 42 | -
34" | 20 | 169|218 98 | 11 | 582|105 | 75 58 | 18 | 2 |4014 50 | -
1 | 25| 185| 218 | 102 |115 | 64 | 115 | 85 | 68 | 18 | 2 |4*014| 50 | -
11/4" ] 32 | 195| 235 1185 152 | 78 | 140 K100 78 | 18 @2 |4*®18 70 | 50
112" | 38 | 232 235 127 |143 | 885|150 110 | 88 | 18 & 2 |4'018 70 | 50
2" 50 | 253 | 252 | 139 | 17.8 | 1058 165 | 125 | 102 | 20 | 2 |4*¢18 102 | 70
212 | 65 | 270 | 302 1657 | 175 | 1173| 185 | 145 | 122 | 18 | 2 |4*018 102 | 70
3+ | 76 | 2022 302 | 170 | 175 | 128 | 200 | 160 | 138 | 20 | 2 |g'®18 102 70
4 | 100 360| 600 193 | 70 | - | 220 | 180 158 | 20 @ 2 |8*018 125 102
5 | 125 416| 600 | 233 | 70 | - | 250 | 210 | 158 | 22 | 2 |s@18| 125 | 102
6" 150 | 473 | 800 266 | 775 @ - | 285 240 158 | 22 | 2 |8‘®18 140 | 102

Email: sales@zenithstainlesssolutions.com
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zszs'ﬂiyb Fiprees Y-STRAINER

ZSBV- 5002YS

@ BOOPSIIPNAQ)

@ Investment Casting

S PED97/2 /Pt ICEDO3S) Approved

@ Casting Approved AD2000-W0

@ Thread: ASME B1 201 BS21 . DIN299V259
ISO2268-1, IS B 0201, ISO71

@ nspection Testing: DINT2 303, EN12266

| SIZE | A ! 8 | H ! L A w d
1/4" 15 26 58 65 2 1
(38 | 15 | 26 | sa | &5 | 2 1
1 15 | 26 58 | 65 2 1
34 20 | 33 68 785 2 1 o
v 2 s s | s 2 1 | M DESGNATION | QY| MATERAL
1-1/4" 32 49 100 105 2 1 ; ngﬁ; 1 c;gzgla:,
1-172° | 40 56 108 120 2 1 3 ot Lo
2 50 69 | 130 140 | 2 1 4 CAP 1 Cra/cFaM
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Y-STRAINER CHECK VALVE

zszoepipb Stainless

ZSBV- 5003YS

FEATURES

4 800PSI(PN40)

@ Investment Casting

@ PEDY97/23/PE (CE0035) Approved

@ Casting Approved AD2000-W0

@ Thread: ASME B1.20.1 BS21.DIN2999/259,
1SO228-1, ]IS B 0203, 1SO7/1

@ Inspection Testing: DIN3230/3, EN12266

L
7
Va
%) w —M— $ - —H-
4, & N
/ \\ X - L
/
B SO
7 348 4 A
, S
6 L
T/
size | A | H [ L | s
Y& | 15 | 58 | 65 | 26
il .
e | 15 | 8 | e | % " MEM | DESIGNATION | QTY | MATERIAL
V2' | 15 | 58 | 65 | 26 1 BODY 1 CF8/CF8M
34" | 20 68 | 785 | 33 2 NUT 1 304
il [ i [ 1 8
1-1/4" | 32 | 100 | 105 | 49 ; T . o
1-1/2" | 40 108 120 56 6 | GASKET 1 PTEE
1 1 | 1 t
2 | 50 | 130 | 140 | 69 7 BONNET 1 CF8/CF8M
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zszoepipb Stainless

ZSBV- 5004YS

EATURES

@ B00PSHPN40)

@ Investment Casting

@ PEDY7/23/PEICEO035) Approved

@ Casting Approved AD2000-WO

@ Thread: ASME B1.20.1
BS21.DIN2999/259
150228-1 IS B 0203,15071

®Inspection Testing:APl 598 EN12266

Y-STRAINER PLUG VALVE

www.zenithstainlesssolutions.com

ITEM | DESIGNATION | QIY | MATERIAL
1 BODY | 1 CF8M/CF8
2 SCREEN =5 SUS304
3 GASKET | 1 PTFE
a_| CAP I CFBM/CES
5 GASKET 1 PTFE
6 | DISCHARGE PLUG | 1 CF8M/CF8

e aany| i | 1 Jayw i | 2 Jap ]| » 4
D 12 15 20 25 32 40 50 65 76 %4
H | 6 | 65 80 % | 104 | 120 | 138 183 | 198 | 238
L 42 42 51 65 66 75 8 112 | 123 | 163
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Zggpipp.gugisnless Y-STRAINER FLANGED

7S-YSF

ZSBV- 5YSF

FEATURES

@ Tnvesiment Castings For Body And Cap
®Flanged EnckDIN 2501 PN16

®face To Face:BIN 3202 F1

@ Pressuer Rating:PN16
*Matenirah:CFam, CF8,CFIM WCRB

@ Pressure Test:AP1598

| ITEM PART | mem MATERIAL
1 BODY 1 CF8M
2 | COVER 1 | CFaMm
3 BOLT a6 | 304
4 | GASKET 1T | piFe
5 |  FITERSCREEN | 1 |  CF8M
B BLOWOFFPLUG | 1 | CF8M
] A | e [ent | U ] & [ e | o [ ok [ ks |
12" 75 95 22 130 58 2 1 65 1.79
8 90 105 2% | 150 | 5 2 1 75 257
1 100 115 32 160 72 2 1 85 3.60
| ms | 10 | 37 | 180 | 83 | 2 1 | 100 | 472
C1apr | 130 150 | 47 | 200 95 3 | 1 110 | 602
| 10 | 15 7 | 230 | 14 2 1 125 | 900
2-1/2" | 190 . 185 69 ' 290 | 152 35 2 145 ' 12.80
3 | @5 | 200 84 310 | 176 35 2 160 | 17.36
4 | 230 | 220 | 105 330 180 | 35 2 180 | 2003
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E M Tk Q0N

zszoenibh Stainless

ZSBV- 6001SCV

€ 200PSHPN1 &)

@ lnvestment Casting

@ PEDS7/2VPE ICENO15) Approved

® Casting Approved AD2000-WO

@ Throud: ASME B1 201 BS21 DIN2999/259,
I5O228-1, J1S B 0203, 15071

®inspection Testing: DINI230/3, EN12266

MATERIALS LIST

MEM | DESIGNATION
1 BONNET
2 GASKET
3 BODY
4 HANGER PIN
5 PLUG GASKET
. DISC
DIMENSION TABLE
=] v | ' |
D 8 10 15
H | 4 | & | &
L 63 | 63 65
L1 10 10 12

www.zenithstainlesssolutions.com

MATERIAL
CFB/CF8M
PTFE
CF8/CF8M
304
PTFE
CF8/CF8M

3/4'
20
53
80
15

SWING CHECK VALVE

¥ [ |1z | 2 | 22| %

25 32 38 50 62 75
60 64 | 76 8 | 90 | 100
%0 104 | 120 141 163 | 191
17 17 | 2 23 25 28

@ Email: sales@zenithstainlesssolutions.com
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2PC SPRING CHECK VALVE

£ N Tk OIS

zszoenibh Stainless

ZSBV- 5006CV

FEATURI

€ 200PSIPN16

@ Investment Casting

@ PLD97/23/EC (CEO035! Approved

@ Casting Approved AD2000/WO

@ Thread: ASME B1.20.1
BS21.DIN2999/259
1SO228-1, JS B 0203,

1SO71
@ Inspection Testing: AP1598.
EN12266
ITEM = DESIGNATION | MATERIAL
1 BODY ' CF8/CF8M
2 STEM , SUS304/SUS316
3 SPRING | SUS304/SUS316
4 BOLT 304
5 SEAT ‘ NBR/VITON
6 cAP 4 CF8/CF8M
7 BODY PACKING PTFE
DN
| o | o [ | 3 | v Jawr [np| 2 |[az] » | &
DN | 8 | 10 | 15 ‘ 20 ‘ 25 . 30 ' 38 [ 47 | 61 . 75 ‘ 94
®A | 305 305 | 37 | 4 | 48 | s8 | 70 | s | 1025 | 120 | 150
L 53 53 56 63 74 81 91 97 118 138 158
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£ N Tk OIS

zszoenibh Stainless

ZSBV- 5007SCV

FEATURES

€ 1000PSI/PN63

@ Investment Casting

@ Precise Grinding

@ PEDI7/23/ECICE0D35)Approved

@ Casting Approved AD2000-WO

@ Thread : ASME B 1.20.1
BS21.DIN2999/259,
1SO0228-1, JIS B 0203,

3PC SPRING CHECK VALVE

1SO7N
@ Inspection Testing: AP1598,
EN12266
— C —
IMEM | DESIGNATION | MATERIAL
1 BODY CF8/CF8M | % !
1 [T1T11 g [T
2 CAP CF8/CF8M 1TV [ |
| SEF 7 8
3 SEAL PACKING PTFE | R I
4 DISC SUS304/SUS316 - /B i 1 "
5 SPRING SUS304/SUS316 4 S = | I —
i 72 e | P B
6 STOPPER SUS304/SUS316 A= [6] e
7 BOLT SUS304 / R J
8 NUT SUS304 £ o o e A
£ - 3 ol
——
e | e | || |aw | ue ] ¥ |[ae | ¥ | & |
B 8 10 15 20 25 32 40 50 65 80 100
5 56 65 | 70 78 86 102 118 145 158 185
L 61 61 69 74 | 8 | 95 101 114 136 146 174

www.zenithstainlesssolutions.com
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WAFER CHECK VALVE

ZZsoiyb Stainless

ZSBV- 5005WCV

FEATURES

® 200PSI/PN16

@ lnvestment Casting

@ Precise Grinding

@ PED97/23/ECICE0035)Approved

@ Casting Approved AD2000-WO

@ Inspection Testing: API598, EN12266

3 .
4 _
ITEM | DESIGNATION | MATERIAL
1 DISC | CF8/CF8M
2 STOPPER ‘ CF8/CF8M
3 BODY | CF8/CFaM
4 SPRING CF8/CFaM

vew 5% | DNIS DN20 DN25 | DN32 | DN40 | DN5O | DN65 | DN8O | DN100 | DN120 | DN150 | DN200
A 39 4 sS4 70 | 81 | 94 | 113 | 132 | 150 | 187 | 217 | 274
L 16 | 19 | 2 | 28 | 32 | 4 | 4 | s0 | 60 | 90 | 106 | 140
C 15 20 25 32 | 40 | 48 | 62 | 75 | 8 | 118 | 140 185
D 3 | o | o | 62 | | 8 | 102 | 123 | 140 | 177 | 205 | 261
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WAFER CHECK VALVE

& W Tk Q0N S

zszoenibh Stainless

ZSBV- 5009WCV

@ Seat:soft sealing adn metal sealing
@ Disc:FEP/WCB/PFA

@ Temperature range: 0°C-204C

@ \Working Pressure: 250PS|

@ Class:ANSH 150

TEM |  DESIGNATION MEM | MATERIAL

1 BODY 1 CF8M/CF8

2 | DISC 1| cramucrs

3 | DISKO-RING 1 VITON

4 | EXTEMALORING 2 | VITON

5 HOOK 1| 304

6 |  STEMSTOPPER 2 316/304

7 AXIS SCREW 2 316/304

e | we | u | ¢ o | & | # s | @ | 1w | a2
d 20 | 25 | 32 | 4 | 54 70 92 | 154 200 | 230
D 82 | 9 | 105 | 124 | 136 | 164 | 194 | 275 | 330 | 384
DL | e | 75 | s | 9 1175 148 | 166 | 249 310 | 358
“ 12 12 14 14 14 18 18 22 26 30
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z;gpipp Stainless GLOBE VALVE

ZSBV- 8001GLV
[LRES

€ 200PSI/PN16

@ Investment Casting

@ PED97/23/ECICE0035)Approved

@ Casting Approved AD2000-WO

@ Rising stem

@ Thread: ASME B1.20.1
BS21.DIN2999/259
150228-1,)S B 0203,
1SO7/1

@ Inspection Testing:API598, EN12266

DIMENSION TABLE
e EAE R
D 12

‘ | 15 | 20 | 25 | 32 | 40
H | 8 | 9 | 99 | 118 | 140 | 155
D1 70 | 70 80 | 8 | 100 | 100
L | 52 | 0 [ m 82 | 90 | 101
MATERIALS LIST
ITEM DESIGNATION | MATERIAL
k9 BODY | CF8/CF8M
2 PETAL CF8/CF8M
3 STEM \ 304
4 GASKET PTFE
5 CAP | CF8/CF8M
6 WASHER | 304
7 BONNET | CF8/CF8M
8 HANDWHEEL | ALUMINUM ALLOY
9 NUT | 304
10 WASHER | 304
1 | RING | 304
12 STEM PACKING | PTFE
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zszsniyb Stainless

Z5-901

ZSBV-9001GVM

@ PED97/23/ECICEOD35)Approved

@ Casting Approved AD2000-WO

@ Non-rising stem

@ Thread: ASME B1.20.1
BS21.DIN2999/259
15O0228-1,)S B 0203,
1SO71

@ Inspection Testing:API598,EN12266

GATE VALVE

DIMENSION TABLE | L, |
P :
s 2 | ya | v |awa |2 | 2 =
D 15 | 20 | 25 | 32 | 40 50 5
H 92 | 99 | 113 \ 128 | 147 | 168
D1 70 | 70 | 8 | 8 100 | 100 * d | i
L 55 60 | 66 | 76 | 8 | 9 i 7, 5
3 9 Ma—_ 10 *
W
2 mlle
MATERIALS LIST o I‘ {\
1 LAY 12
ITEM | DESIGNATION MATERIAL Wima'i| :
1 BODY CF8/CF8M : l:Hf |
2 BONNET CF8/CF8M Il !' |
3 STOP RING 304 —_—
4 STEM 304 = -
5 PACKING PTFE |
| 6 | HANDWHEELNUT | 304 y
7 HAND WHEEL ALUMINUM ALLOY
8 PACKING NUT 304
9 RING 304
10 LOCK NUT 304
1 GASKET PTFE
12 DISC CF8/CF8M

e Email: sales@zenithstainlesssolutions.com
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zszoepiubl;n Stainless BIBCOCK BALL VALVE

= AN LVAd

ZSBV- 2001BBV

FEATURI

€ 200PSIPN16

@ Investment Casting

@ PEDI7/23/ECICEDO3 5)Approved

@ Thread: ASME B1,20.1
BS21.DIN2999/259
1SO228-1 IS B 0203,
1SO7/1

@ Inspection Testing:AP1598,EN12266

| 2z | aa | v

D 9 15 20
H | 91 | 102 | 116 L
w | 2 92 92

L 138 145 158

TEM |  DESIGNATION | QY MATERIAL
1 BODY [ 1 CF8/CF8M
2 CAP 1 CF8/CF8M
3 BALL 1 304/316
4 | BALL SEAT 2 PTFE
5 | JOINT GASKET 1 PTFE
6 | STEM 1 304
7 STEM PACKING 1 PTFE
8| O-RING B NBR
9 | HANDLE 1 304
10 | SPRING WASHER 1 304
1 | NUT 1 304
12 | NIPPLE 1 CF8/CF8M
13 | HOSECOMMECTION = 1 CF8/CF8M
14 GASKETS 1 NBR
15 |  HANDLE SLEEVE 1 PVC
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BALL COCK VALVE

& W Tk Q0N S

zszoenibh Stainless

ZSBV- 2002BCV

RES
@ For Food And General Chemical Service Applications
@ Blow-out Proof Stem Design
®Investment Casting
@ Standard Compliance
ASME B 16.34
ANSI B 1.20.1
APl 598
@ Temperature Range: -20° 1o 450° F
@®End Type: Thread

8 L
: \.\.\\\ A

ITEM DESIGNATION MATERIAL B

1 BODY 304/316 cH 5 N

2 | SLEEVE 304/316 - O 1

3 BALL | 304/316 :

4 SEAL PTFE 2

-0

5 STEM 304/316

6 O-RING NBR

7 LEVER 304 R o
8 SCREW 304 B I

sze | 8 | F | v | v | s [ oi | be | @ | A | H
2 | 13 13 | 38 | 29 49 | 8 | 13 | 10 | 295 | 365
34 205 19 38 36 67 14 17 15 38 | 415

i¢ 2 20 38 | 43 68 14 17 15 8 | a5 |
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1PC 1000 PSI REDUCED
BORE BALL VALVE

'zszs'niyb Stainless

ZSBV- 1004RBV
FEATURES

€ 1000PSI/PNG3

@® monoblock type

@ Reduced port

@® Made of AISI 316 External Polished
@ Max temperature:-25°C to 180°C

@ Threaded Ends

ANSIB2.1, BS 21, DIN259/2999 RATING 1/4%
1502281, JIS B 0203, 1SO7/1 ! "
N
590 \ =
Z A == 3
g™ N v &
i e e = e
TENPERATURE
ITEM DESIGNATION | ITEM | MATERIAL
1 PLASTICCOVER | 1 PLASTIC \
2 HANDLE 1 304 e = 4 | y W x|
3 STEM NUT 1 304 7 . 4 £
4 STEM 1 316/304 : —
5 PACK RING 2 304 :
6 STEM PACKING 1 PTFE ' 1
7 THREST WASHER 1 PTFE ,
8 BODY 1 CF8/CF8M il
9 CAP 1 CF8/CF8M g > L
10 BALL SEAT(A) 1 PTFE | = L K
' 11 |  BALLSEAT®) | 1 | PTFE |
=] 6 | @ | imm| v | H A SW
8 1/8" 5 13 46.5 30 72 175
10 3/8" 7 13 51 30 72 21
15 1/2" 9.2 15 64 45 102 25
20 | 4 | 125 17 | 68 50 102 32
25 Yy 15 19 73 68 18 | 38
322 | uw | 20 | 2 | 8 | n 137 | 48
40 11/2" 25 23 96 75 137 55
50 2" 32 25 108 80 151 68
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zszoepiylglsébgisnless 1PC 1000 PSI BALL

ZSBV- 1005RBV

t UKEDS
€ 1000PSVPNG3
& monoblock type
@ Reduced port
@ Made of AISI 316 External Palished
@ Max temperature:=-25°C to 180%
@ Threaded Ends
ANSIB2.1, BS 21, DIN259/2999
150228-1 , JIS B 0203, 150711

w1 T

E——— R - \
(TTEM | DESIGNATION | MEM | MATERIAL N

1 PLSTIC COVER 1 PLASTIC £ \ 1" ;

2 HANDLE 1 304

3 | LOODE-PRIFNUT | 1 | 304 T % e % e o cc

4 STEM 1 316/304 SN .

5 PACKRING 2 304 |

6 STEM PACKING 1 PTFE 2 /—l

7 THRUST WASHER 1 PTFE -

8 CAP 1 CF8M/CF8

9 BODY 1 CF8M/CF8 G

10 BALL SEAT(A) 1 RPTFE

11 BALL 1 CF8M/CF8

12 BALL SEAT(B) 1 RPTFE , S

[ )
e O

=] e | © [ w [ w [ s N )

V4 | 5 | 4 | 6 | 6 | 17

38 | 68 | 4 | & | 8 | 2

12 | 92 57 95 95 25
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W Zenibh Stainless 1 PC 600 PSI REDUCED
<. BORE BALL VALVE

ZSBV- 1006RBV
FEATURES
€ 1/2°.2" 600PSI
@ Reduced port
@ Bi-directional flow
@R PTFE seats & PTFE seals
@ Max temperature:-25'C to 180°C
® Threaded Ends
ANSIB2.1, BS 21, DIN259/2999
1ISO228-1, JIS B 0203, ISO71

(TEM | DESIGNATION | ITEM | MATERIAL

B * BODY [ 1 316/304
2 BALL 1 316/304
3 STEM 1 316/304
4 INSERT 1 316/304
5 SEAT 2 R-PTFE
6 THREST WASHER 1 PTFE
; PACKING 1 PTFE
8 GLAND WASHER 1 304

g HANDLE 1 304
10 | HANDLE COVER 1 PLASTIC
11 SPRING WASHER 1 304
12 | HANDLENUT 1 304

== [ [ | o | & |aw [a ] #
D 5 7 o [ 125 | 15 [ 20 | 25 | 32
L 398 | 448 | 565 | 60 | 70 | 776 8 | 102
H | 30 | 33 | s [ e |70 | 75 [ 80 [ 8
W | 6 | 8 | 110 110 | 124 | 152 150 | 155
A | 188 | 228 | 284 | 335 | 42 | 548 603 | 738
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zsz(gpilpbls)b@isnless 1PC REDUCED BORE BALL
VALVE C/W ISO MOUNT PAD

ZSBV- 1002RBM

FEATURES

€ 1000PSVPNG3

@ Reduced pont

@ Investment casting
@ Blow-out proof stem
4 With ISO5211 mounting pad
®PED97/23/EC (CE0035) Approved

@ WP: 1/4"-2" 1000PSI

@ Thead: BSP NPT DIN2999/259 1SO228/1 1SO7/1

o
s
B >_<
-
S
\"? L )
. 8 =
ITEM DESIGNATION ~ ITEM MATERIAL 3 ]
1 BODY | 1 CF8/CF8M ; | |
2 BALL 1 CF8/CF8M il
3 CAP 1 CF8/CF8M =T _ L -
4 BALL SEAT(A) 1 RPTFE
5 BALL SEAT(B) 1 RPTFE | 2t
6 THRUST WASHER 1 PTFE 3
7 STEM 1 316/304 4.~ L
8 STEM PACKING 1 PTFE 1
9 GLAND 1 304
e | | v | | v | we |up | 2
A 7 9.2 12,5 15 20 25 32
B 24 % | 32 35 | 38 42 50
C % 3 | 36 % | 36 50 50
H s | 9 | 9 9 | 9 11 u
D 65 = 65 | 65 65 65 | 7
M 6 36 36 6 36 50 50
E 9 9 | 9 9 | 9 u | u
L 45 50 | 60 73 78 89 100

www.zenithstainlesssolutions.com e Email: sales@zenithstainlesssolutions.com



mailto:sales@zenithstainlesssolutions.com
http://www.zenithstainlesssolutions.com/

SPECIAL BALL VALVE

zszoe'niyb Stainless

ZSBV-1007/1008

== i///ﬂ//7/)“r///7

.....

@

- 2 i
\J""
| ITEM | DESIGNATION ITEM | MATERIAL | FEATURES
1 PLASIC COVER 1 PLASTIC ®CFSM/CF8  @Full port
- E - 7HANDLE B 1 B 7304 | @ Connection: Threaded- quick connector
[ LOCKING 1 304 ® Max temperature; -25°C to 180°C
3 : | @ Threaded Ends:ANSIB2.1, BS 21, DIN259/2999
4 ‘ LOCK NUT 2 304 . 1SO228-1, JIS B 0203, 1S07/1
5 SPRING WASHER 1 304 ® Main markel:We can make as the costmers dimensions
6 [ STEM 1 304/316
| 7 PACK RING 1 PTFE
8 STEM PACKING 1 PTFE
9 THRUST WASHER 1 PTFE
10 | CAP 1 CF8/CF8M
1 | BODY 1 CF8/CF8M QF107 e L4 H A ¢
T 1 | o |
12 BALL SEAT(A) 1 RPTFE ;101 15 Deg Type- 146.5 | 170 55 215 . 63
13 | BALL 1 CFg/CF8M | | QF108 L w H A | C
14 ‘ STEMSEAT(B) 1 RPTFE ‘101 Straight Type, 168 170 55 \ 21.5 63
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zszoer'iyb Stainless

ZSBV- 2228BV

\ | KRES
@ Investment casting

@ Blow-out proof stem

® Working pressure : DN8-DN50 3000PSI

@ Temperature range: -25°C to 180°C
@ Threaded Ends
ANSIB2.1, BS 21, DIN259/2999
1SO228-1, ]IS B 0203, 1IS07/1

2PC 3000PSI BALL VALVE

ITEM DESIGNATION ITEM MATERIAL
1 BODY 1 CF8M/CF8 =
2 CAP 1 CF8M/CF8 ;
3 BALL 1 CF8M/CF8 -
4 SEAT 2 DELRIN s
5 STEM 1 316/304 .
6 THRUST WASHER 1 PTFE i
7 PACKING 1 PTFE —
8 GLAND 1 304 \ s
9 HANDLE 1 304 3 '
A sfFzy:le
12 LOCKING 1 304 : E /\ Ho
13 HANDLE COVER 1 PLASTIC e 8l J
= [on [ a [ [ Jun[w] s e
1/4" 8 63 36 76 38 52 | 1325 31.8 1/4"-20UNC
3/8" 10 | 96 | 36 76 38 52 | 1325 318 1/4"-20UNC
172" 15 | 127 | 36 | 100 | s0 | s3 |1325| 318 1/4"-20UNC
3/4" 20 19 42 108 | 54 685 1 150 | 461 1/4"-20UNC
3 25 25 42 | 115 | 57 | 705 | 150 57.2 1/4"-20UNC
11/4" 32 | 315 50 | 121 | 605 84 ( 182 67.8 1/4"-20UNC
11/2" 40 37 50 134 | 67 886 | 182 | 762 889 | 1/4"-20UNC
2" 50 37 50 158 | 79 9 | 182 | 762 | 889 | 1/4"-20UNC
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3PC 1000 PSI BALL
VALVE

zszs'nipb Stainless

ZSBV- 3001BC

S CFBM/CF8

®PN63 Full port1/27-2*

@ CRN Certificate Approved

® bi-directional flow

@ Max temperature: -25C to 180°C

@ Threaded Ends:ANSIB2.1, BS 21, DIN259/2999
1S0O228-1 , JIS B 0203, 1ISO7/1

@ Main market: Canada

RATING 1/4-4
1/4-2°
1000 \ 70
2124\ —60
BOO \‘
50
800 \ &
@ \ —140 Z
S-J 400 \\ —{ 30 $
g N 4
g,’ 20%
Ezoo =
0 100 200 300 400 500 °F
0 50 100 150 200 250 °C
TEMPERATURE
CITEM DESIGNATION |  MATERIAL
1 PLSTIC SLEEVE PLASTIC
2 HANDLE 304
3 GLAND NUT 304 ‘ :
4 304 ==
5 sriLEl:v:::ER 304 == | on | ¢ e
1/4" 115 | 596 | 54 104 22 142 | 105
e STV i 125 | 596 | 54 104 22 | 175 | 105
7 THRUST WASHER PTFE </ R R S :
z T CEaCEa 12" | 15 | 654 | 60 104 %6 2 11
a BOIT 304 34" | 20 79 | 60 121 33 | 275 | 135
10 NUT 304 # | 8% | 72 150 40 345 | 135
11 SPRING WASHER = 304 | 1-1/4" | 32 105 | 78 150 49 433 14
12 BODY CF8M/CF8 1-1/2° | 38 |1194 8 168 55 492 15
13 BALL SEAT RPTFE 2" | S0 |1334 | 95 168 | 68  6L2 | 175
14 BALL CF8M/CF8 2-1/2" 65 | 1628 | 135 = 250 86 77 19
15 STEM 304/316 3" | 80 183 | 144 250 | 100 899 | 20
16 LOCKING DEVICE 304 4" 100 | 2272 | 172 315 129 115 25
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3PC 1000 PSI BALL VALVE
ANSI B16.34

zszsoiyb Stainless

ZSBV- 3007AN
FEATURES
eWall Thinckness design confirm to ANSI B16.34
@ CFBM/CF8
€ 1000PSI Full port
®bi-directional flow
& Max temperature: -25C to 180°C
@ Threaded Ends: ANSIB2.1, BS 21, DIN259/2999
1SO228-1 , JIS B 0203, 1ISO7/1

@ Main market: America

j ] 3 1 1
1
" 13
b Anti-static beads
g 16
§ _n o
A
!
’ :
ITEM | DESIGNATION ~ ITEM MATERIAL t o
1 PLSTIC SLEEVE 1 PLASTIC T
2 HANDLE 1 304 — "
3 GLAND NUT 1 316/304 L
t SERNOF ) & S e 9% oD | L | H | W | WALLTHICKNESS
5 STEM WASHER 1 304 H! :
6 STEM PACKING 1 PTFE | v [ 1 | 4 |8 | 9 | 37
7 THRUST WASHER 1 PTFE | 38" | 12 | 54 | 48 | 91 | 3.7
8 END CAP 2 CF8MY/CF8 | 1/ | 15 | 64 | 52 | 103 | 41
9 BOLT 46 304 | 34 | 20 | 74 | 61 |11 | 45
10 NUT L Al) | 304 N 25 85 65 123 4.9
1 SPRING WASHER  4(6) 304 T 5 lxo | 75 s =
12 BODY 1 CF8M/CF8 Erilie g0 | &3 | 153 | cs
13 BALL SEAT 2 RPTFE — ‘ :
14 BALL 1 CF8M/CF8 | 2" | 5 [130 | 97 | 130 | 6.1
15 STEM 1 CF8M/CF8 2-1/2" 64 | 158 135 | 243 | 6.4
16 LOCKING DEVICE | 1 SUS304 ’ 3¢ | 76 | 179 | 144 | 243 | 6.8
17 JOING GASKET 2 PTFE 4 94 | 223 172 | 400 72
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zggpippl§b91nless 3PC BALL VALVE SPECIAL
THREAD/ QUICK CONNECT

- An

ZSBV- 3020QC

FEAITUR

¢ CFaMm/CFB

®Full port

@ Connection: Threaded- quick connector

& 1/4'-2' 1000PS)

& 2-1/2-3' 80OOPSI

@ Max temperature: -25C to 180°C

@ Threaded Ends:ANSIB2.1, BS 21, DIN259/2999
150228-1 , JIS B 0203, 1SO71

® Main market: We can make as the costmers dimensions

|

ITEM |  DESIGNATION  ITEM | MATERIAL
1 PLASTIC SLEEVE 1 PLSTIC
2 HANDLE 1 304
3 GLAND NUT 1 304
4 STEN NUT 1 304
s SPRING WASHER 1 304
6 STEMPACKNG 1 | RPTFE - : -
7 THRUSH WASHER 1 RPTFE L i i
\ 8 JOINT GASKER 2 RPTFE ' ?.,\\\ LR AN
9 CAP 1 CF8M/CF8 \.\“-‘.\ \
10 NUT 4-6 304 .
11 BOLT 46 | 304 ar. 2~ a7 m— ;
12 SPRING WASHER  4-6 | 304 9 e 0 | i '_31_2'3
13 BODY 1 CF8M/CF8 L L. el P ]
14 BALL 2| cram/cr8 - Mﬁ/ S g F{&;‘ |
15 BALL SEAT 1 RPTFE ‘ v Al i el A
16 STEM 1 316/304 18/ /0] uj ML 5
17 LODKING 1 304 L
18 QUICK CONNECTOR 1 CF8M/CF8
V\""ZE\J [a [ wm [ex[ow]r [P ]
2 1435 201 32 | 592 50 | 72 | 90
4 | 2273|1094 | 56 | 193 | 175 | 14 | 60
mew 3% [ oa [ o8 [ o> [ L [ W | w jmnwes oc [ od | E l_
T 34 | 294 | 254 | 1253 63 | 145 = 4 367 | 242 | 333 | 94
4 | 120 108 | 100 | 3263 1703 288 | 6 1195 | 982 @ 523 | 126
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z;spiyb Stainless  3PC FORGED BALL VALVE
CLASS 800/1500

ZSBV- 3026B

i }

@ Design and manufacure confirm to BS-5351 MSS SP-118
@ Connection ends confirm to:

1) Socket welded ends confirm to ANSI B16.11

2} Screwed ends confirm to ANSI B1.20.1

3) Butt-welded ends confirm to ANSI B-16,25

@ Test and inspection confirm to APl 598

ITEM DESIGNATION | ITEM MATERIAL

BODY BE CF8M/CF8
2 SEAT 2 RPTFE 1
3 STEM 1 316/304
4 THRUSH WASHER 1 PTFE N7 e
5 CAP 2 CF8M/CF8 A i =
6 | SEAT 2 RPTFE | L z e N
7 PACKING 1 PTFE ' '
8 GLAND 1 304 e | “_,qzn__,_,f] . J 2 1 "
9 BELLEVILLE WASHER 1 PTFE LITEM _I‘\:N_CLSQO~.C.L1.§0Q RS S| NS - .
10 T > i ( v | 6 | 6 | 92 51 108
1 STOP PIN 1 304 | 3/F 9 9 92 | 51 | 108
e e 1 = 1/2" 13 13 92 | s1 | 108
13 | HANDLE COVER 1 PVC | 34 18 19 111 | 108 = 146
14 STUD 4 304 . A &5 | 23 | 25 | 127 81 - 178
15 | NUT 8 304 | 14 | 28 | 32 | 140 | 85 | 178
6 | BALL 1 CF8M/CF8 1-1/2" | 35 | 38 | 152 | 105 | 100
17 | O-RING 1 VITON |2 | 49 | a9 | 152 | 105 | 100
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Zggpipb Stainless  LOW TEMP BALL VALVE

ZSBV- 3027LT

@ CF8M/CFB
@® Investment casting
@ Applicable o ING industry, air separation industry
@ Butt welded end connection
@® Working pressure: 1/2"-2" 2000PSI
2-1/2"4" 1000PSI
@ Max temperature: -196C to 180°C

ITEM = DESIGNATION | ITEM | MATERIAL |

i || BODY 1 CF8M/CF8 |

2 BODY |1 CF8M/CF8

3 BALL 1 CF8M/CF8

4 ANTI STATIC STEM 1 316/304

5 CAP 2 CF8M/CF8

6 SEAL 2 GRAFOLL

7 SEAT 2 RPTFE

8 THRUST WASHER 1 RPTFE

9 PACKING 1 RPTFE

10 HANDLE COVER 1 PVC

11 HANDLE 4 304

12 NUT 1 4 304

13 STOP WASHER 1 304

14 NUT 2 2 304

15 STOP PIN 1 304

16 O-RING 1 VITON

17 BODY BOLT 8 304

18 F.E BODY BOLT 2 304 JJL

19 BEARING 1 25%CARBON/7S%PCTFE. bbby

w22 [ porT | L E | H | W [ we || | k| ki | k2 | ew
12" 15 75 | 156 | 274 8 200 | 315 9 42 50 / 15.8
34 | 20 90 = 156 @ 276 8 200 | 37 9 42 50 / 209
1 | 25 100 181 276 10 | 200 | 37 11 50 70 / 26.6
11/4" | 31 110 181 292 10 | 200 | 42 11 50 70 / 35
11/2" 33 150 395 403 13 | 300 | 65 14 70 | 102 / 408
> | so | 150 395 423 13 | 300 | 111 | 14 70 | 102 / 52.5
21/2" | 635 190 = 495 @ 438 19 | 301 | 924 | 17 70 | 102 125 659
3 | 70 20 | 495 448 19 | 301 | 1019 | 17 70 | 102 125 779
4" 97 | 270 650 @ 469 21 | 301 | 1235 | 22 70 | 102 125 1023
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3 WAY BALL VALVE C/W ISO
MOUNT PAD

zszsviyb Stainless

ZSBV-4010BM4

FEATURES

®CF8M/CF8

@ T-clamp end

@ PN63 Full port

@R PTFE seats & PTFE seals

@ Max temperature: -25°C to 180°C
@ Threaded Ends

ANSIB2.1, BS 21, DIN259/2999
1ISO228-1 , JIS B 0203, 1SO7/

ITEM DESIGNATION ITEM MATERIAL
1 BODY 1 CF8M/CF8 1 - !
———— e ot
2 CAP 3 CF8M/CF8 " . W :
3 SEAT 1 RPTFE B /ﬁ/,J—
4 BALL 1 CF8M/CF8 B W = e~ =
5 SEAT 4 RPTFE T Z
b STEM SEAL 1 PTFE 2l N4 %o AR
7 O-RING 2 VITON 7, 777 N L 4_
8 PACKING 1 304 7 e 2.
9 SPRING WASHER 2 PTFE Y
10 SNAPPING 1 304 g
1 CAP 1 CF8M/CF8 = L S
|
m=] k [ m [ c[ v [ 4]0 [v]wB
1/2" | FO3/04 | 445 9 118 95 254 35 59
_ 3/4" | Fo3/04| 48 | 9 127 | 158 | 254 | 385 | 635
1" | F04/05 | 59 11 1524 | 222 50.4 43 76.2
11/2" | F05/07 | 72 | 14 | 175 35 50.4 55.5 87.5
2" F05/07 | 82 14 190 47.6 63.9 62 95 '
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SPECIAL BALL VALVE

Zngiyp Stainless

ZSBV- 2225SB

FEATURES

¢ CCF8M/CF8

€ 1000PSI Reduced port

®size: 1"

@ 1pc ball valve control the flow

@ Max temperature: -25C to 180C

@ Applicable to building storey pipe flow regulate and control

13 10 11

12 L I
9
8
7
6
4= e
LSS & A
I _-H—M——ttFs—tr—13
—=20 51
lﬂ VS TTT777 777
== A=A
113
ITEM DESIGNATION ~ ITEM | MATERIAL M .
1 BODY 1 |  cramcre , % i:
2 CAP 1 | CF8M/CF8 : il :
3 BALL 1 | cremscrs T IR (©) 1— o
4 SEAT 2 | RemRE
5 JOING GASKET 1 | PTFE
6 THRUST WASHER | PTFE 3
7 STEM 1 | 316/304
8 PACKING 1 ] PTFE
9 GLAND 1 304 2= /
10 HANDLE 1 304 égz%
11 HANDLE SLEEVE 1 PVC
12 'SPRING WASHER 1| 304 i
13 | NUT 1 304
14 | BODY/CAPNUT 2 \ CF8M/CF8
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SPECIAL BALL VALVE

ZZsoiyb Stainless

ZSBV- 2226SB

FEATURES

¢ CF8M/CF8

@ 1000PSI Reduced port

®size: 1"

@ 2pcs ball valve control the flow

@ Max temperature: -25°C to 180°C

@ Applicable to building storey pipe flow regulate and control

—— /-
k' S
%ﬂr
S 2
1 R
Bt — i
R - -~ 2
: - 227, 3
s
i, s e 10
| A=A
ITEM | DESIGNATION ] ITEM | MATERIAL =
1 [ oY [ 1 [ clwee | e
2 CAP 1 CF8M/CF8 ANT
3 BALL 1 CF8M/CF8 Y S\ZN N }
4 SEAT 2 RPTFE P
5 JOING GASKET 1 PTFE | i
6 THRUST WASHER 1 PTFE E :
v STEM 1 316/304 :
8 PACKING 1 PR ! —
9 GLAND 1 304 {_ , 1 * [
10 HANDLE 2 304 s 1 : l J*‘
11 HANDLE SLEEVE 1 PVC W _ﬁ
12 SPRING WASHER 1 304 L & |
13 NUT 1 304
14 CAP NUT 2 CF8M/CF8
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3 WAY 4 WAY FLANGED
Zenith Stainless ~ STAINLESS STEEL BALL VALVES

50 & 9T
CmEM | FARTNAME |
1 Bo:!v | s -
2 Cap | 14208 (14308 | 10619
ZSBV- 4008 - FBV 1 8o | 1408 14308
1 Pad Seat TIMIGOAPTFE
¥ "W E EWER 5 _Ste | SuS3le | SUSdid
N 6 Antesaatic Devco | SuUS318 | sSusS30g
LIS 7 Theust Washer | PitE
7 : , : P o FEM
S (8 2 o )' asy A-o? rn‘3 3
®Builtin 15O 5211 l)'m‘(t maounting Pad for Easy Autamation 5 Siem Packing i i =
@ Auti-Static Devices for Ball-Stem-Body 10 Bushing [ SORSSSONPTRE
low-out Proof Stem = e 4 SUS316
* Bl i7 Betlindlle Waslier SUS301
@ Top Entry For DN150 ~ DN200 13 Stens Mut | A
@ Positive Position Location At 90° Increments 4 Stop-lock-Cap ! 5U5304
i \ 15 Boay Gaswet PIEE
@ Locking IN Every 90% Increments 1€ );h‘ az.70 :
17 Enc Can | 14608 (14308, 10519
18 Hes Boing. [ Mg | A9er
\ 2] ‘ T \ Bi STANDA RIS L? Bottom Cap | 1“35 l-ﬂﬂﬂ 1059
n Actuatar i Preumatic KP'Elccmt KQ
QDﬁlgn DIN ;3571‘ 2 EN1251641 p11 St Sleevn | :0‘(35 SO'P.F"E
@ Flanged Ends:EN1092-1 PN10-PN40 b7 Capitl 12808 | 14308 10519
] 0 3 23 Nut | A70 | B
& \Wall Thickness:ASME B16.34 . 2 ot ' A2:70 P
®nspection&Testing:DIN 3320/3, EN12266 5 Body Gasket | PTFE(GRAFOIL
w g | Laaps | 14308
27 Bushing 50755 - SORPTTE
bl Washer | S0%SS « SORPTFE
W
= T 5. w < Cear Box
vy ‘ \
3 et ¢ W
ER e )
2 R

SIZE DNE5~DN 100 SIZE. DN 125~ ON 20

S0 000000 0FEeee

DNG5S~ON 100

(ST

| O T 7 A ey 0 et [ U 7 [0 I e I

i_<

L] 0ET R Q‘Kﬁ!ﬁi’

t N
D15 | 12° [10+40, 15 | 250 | 45 | 9§ | 65 | 16 2 | 4 | 14 | 5251 a3 | 3 6 | 36| ;roym‘
|'on20 | 34" [10<40; 20 | w65 | 58| 051 75 | a8 | 2 | 4 | a4 | 57 |87 | 6 | 2| 387 ,50 | Fo3/Fas |
|ON25 | 1" | 10-40_ 25 | 181 | 6B | 115 B5 | 18 2| 4| 14 | 68 | 99 | 175 3 i ar | so | Fo4Rs |
[(DN32 | 11/4° | 10~40;, 3X | 190 | 78 | 240 | 100 @ 18 - o e 18 | 72 103 | s 1 1 (3 3| 44| 70| RAR7
|ONe0 |1 [ 1040 38 | 212 | 88 | 150 ne | 18 | 3 | 4 | 18 | 85 | a9 | 20 | 14| 14 & | 9 | 50 | 706
ONSO | 2 | 10-40. 49 | 2% | 102 | 185 135 . 20 ¥ | 4 | 18 | o2 | 136 | 200 | 14°| 14| 7 9 | S0 | 70 | rassrar|
‘ DN65 24 | 106 L] 0 122 185 145 18 3 Kl 13 o7 172 400 17 17 9 11 e 102 | FO7/F10
‘ | | 2540 | . | T e [ R | | | .
ONSO | ¥ | 10716 75 | 310 | 138 | 200 | 160 | 20 3 & | 13 | 119 | 185 | 400 ¥ | 17| o 1| 70 | 102 | FOWFI0
ONIOO| 4" | 10/16 99 | 350 | 358 | 220 | 180 . 20 | 3 § | 18 | 150 221 | 490 | 22 | 22 | WA 11 | NA| 107 | FOTFID
25740 w5 | 182 | 235 186 | 24 ‘ (=] ] | = =R =y |
| ONISOi & | 10716 150 | 490 | 212 | 285 240 . 22 | 3 8 | 22 229 00 36 | 36 | 140 22| 140| 102 | FI6
25/40 $20 | 218 300 | 250 | 28 26 ‘ . ; ‘
| a0 | | | [ T [ | | | I 165 | FI4/F1S
bigbol & {736 | oo [0 2| MO R | M e 57 soo | 3 | 3| ‘w0l 22| 10
24 278 | 360 | 310 | %0 12 | 26 155 | F14/F15
7 T S oo e 5 W I ]t [ S|
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FLEX WELD BALL VALVE

£ N Tk OIS

zszoenibh Stainless

ZSBV- 2224FW

FEATA

@ CFA/CFEM

€ 1000PSKPNGS
®lnvestment casting

@ EBlow-out Proof stem

@ Locking Device handle
® Welding conniction

® Nut installation flexibility

V
i .
o T e 15
i IR 1
o B O =
Ji== 15 77 AN
o e 55—
g L e Ul
] =
4 !
= g (T N
e
A L
ITEM DESIGNATION ITEM MATERIAL
1 BODY 1 CF8M/CF8
2 CAP | 1 CF8M/CF8
3 CAP NUT 2 CFBM/CF8
4 WLEDING END 2 CF8M//PPR
5 BALL 1 CF8M/CF8
3 SEAT 2 PTFE
7 O-RING 2 VITON
5 THRUSH WASHER 1 PTFE
9 STEM | 316
10 PACKING 1 PTFE
11 GLAND 1 304
’ sz p L H | ow W
12 HANDLE | 1 304 EM s | 1 |
13 SPRING WASHER 1 PTFE || 34 15 93 48 91 36
14 NUT | 1 304 1 20 107.5 54.5 96 45
15 HANDLE COVER 1 PVC | 114" | 25 1145 61 121 57
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zszoepiFIJ Stainless STAINLESS STEEL BALL

|
@ Aok isien Castnng Stainbe Saed B8
& Forpod Stainvss Sl 1
&Ml CHL Ry

@ Munctactieimgt v types of baly

weconding o cumtumen e e e

R .
o e | v | v | v |aw | uz | T 2| 7 &
A 155 205 @ 255 32 33 | 50 60 | 765 | 100 120 150
. o (s | 38 | 20 [ 2 [ 22| 38 | so [ 68 [ s | 100
C 115 152 194 237 285 366 45 | 6 | 733 85.9 108.5
D 4 3 2 6 . 8 | 95 | 122 | 12 | 1%
E 5. | 27 | A& 5 S8 | T | E &7 12 14 156
F 10 10 13 136 19 25 25 28 375 37.5 50
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Highest Quality e Best Service ® Worldwide Delivery

Zstyb Stainless
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